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AArch32 -- Base Instructions (alphabetic order)
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AArch32 -- Base Instructions (alphabetic order)

ADC, ADCS (immediate): Add with Carry (immediate).

ADC, ADCS (register): Add with Carry (register).

ADC, ADCS (register-shifted register): Add with Carry (register-shifted register).

ADD (immediate, to PC): Add to PC: an alias of ADR.

ADD, ADDS (immediate): Add (immediate).

ADD, ADDS (register): Add (register).

ADD, ADDS (register-shifted register): Add (register-shifted register).

ADD, ADDS (SP plus immediate): Add to SP (immediate).

ADD, ADDS (SP plus register): Add to SP (register).

ADR: Form PC-relative address.

AND, ANDS (immediate): Bitwise AND (immediate).

AND, ANDS (register): Bitwise AND (register).

AND, ANDS (register-shifted register): Bitwise AND (register-shifted register).

ASR (immediate): Arithmetic Shift Right (immediate): an alias of MOV, MOVS (register).
ASR (register): Arithmetic Shift Right (register): an alias of MOV, MOVS (register-shifted register).

ASRS (immediate): Arithmetic Shift Right, setting flags (immediate): an alias of MOV, MOVS (register).

ASRS (register): Arithmetic Shift Right, setting flags (register): an alias of MOV, MOVS (register-shifted register).

B: Branch.

BFC: Bit Field Clear.

BFTI: Bit Field Insert.

BIC, BICS (immediate): Bitwise Bit Clear (immediate).

BIC, BICS (register): Bitwise Bit Clear (register).

BIC, BICS (register-shifted register): Bitwise Bit Clear (register-shifted register).
BKPT: Breakpoint.

BL, BLX (immediate): Branch with Link and optional Exchange (immediate).
BLX (register): Branch with Link and Exchange (register).

BX: Branch and Exchange.

BXJ: Branch and Exchange, previously Branch and Exchange Jazelle.

CBNZ, CBZ: Compare and Branch on Nonzero or Zero.

CLREX: Clear-Exclusive.

CLZ: Count Leading Zeros.

CMN (immediate): Compare Negative (immediate).
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AArch32 -- Base Instructions (alphabetic order)

CMN (register): Compare Negative (register).

CMN (register-shifted register): Compare Negative (register-shifted register).
CMP (immediate): Compare (immediate).

CMP (register): Compare (register).

CMP (register-shifted register): Compare (register-shifted register).

CPS, CPSID, CPSIE: Change PE State.

CRC32: CRC32.

CRC32C: CRC32C.

DBG: Debug hint.

DCPS1, DCPS2, DCPS3: Debug Change PE State.

DMB: Data Memory Barrier.

DSB: Data Synchronization Barrier.

EOR, EORS (immediate): Bitwise Exclusive OR (immediate).

EOR, EORS (register): Bitwise Exclusive OR (register).

EOR, EORS (register-shifted register): Bitwise Exclusive OR (register-shifted register).
ERET: Exception Return.

ESB: Error Synchronization Barrier.

HLT: Halting Breakpoint.

HVC: Hypervisor Call.

ISB: Instruction Synchronization Barrier.

IT: If-Then.

LDA: Load-Acquire Word.

LDAB: Load-Acquire Byte.

LDAEX: Load-Acquire Exclusive Word.

LDAEXB: Load-Acquire Exclusive Byte.

LDAEXD: Load-Acquire Exclusive Doubleword.

LDAEXH: Load-Acquire Exclusive Halfword.

LDAH: Load-Acquire Halfword.

LDC (immediate): Load data to System register (immediate).

LDC (literal): Load data to System register (literal).

LDM (exception return): Load Multiple (exception return).

LDM (User registers): Load Multiple (User registers).

LDM, LDMIA, LDMFD: Load Multiple (Increment After, Full Descending).
LDMDA, LDMFA: Load Multiple Decrement After (Full Ascending).
LDMDB, LDMEA: Load Multiple Decrement Before (Empty Ascending).

LDMIB, LDMED: Load Multiple Increment Before (Empty Descending).
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AArch32 -- Base Instructions (alphabetic order)

LDR (immediate): Load Register (immediate).

LDR (literal): Load Register (literal).

LDR (register): Load Register (register).

LDRB (immediate): Load Register Byte (immediate).

LDRB (literal): Load Register Byte (literal).

LDRB (register): Load Register Byte (register).

LDRBT: Load Register Byte Unprivileged.

LDRD (immediate): Load Register Dual (immediate).

LDRD (literal): Load Register Dual (literal).

LDRD (register): Load Register Dual (register).

LDREX: Load Register Exclusive.

LDREXB: Load Register Exclusive Byte.

LDREXD: Load Register Exclusive Doubleword.

LDREXH: Load Register Exclusive Halfword.

LDRH (immediate): Load Register Halfword (immediate).

LDRH (literal): Load Register Halfword (literal).

LDRH (register): Load Register Halfword (register).

LDRHT: Load Register Halfword Unprivileged.

LDRSB (immediate): Load Register Signed Byte (immediate).

LDRSB (literal): Load Register Signed Byte (literal).

LDRSB (register): Load Register Signed Byte (register).

LDRSBT: Load Register Signed Byte Unprivileged.

LDRSH (immediate): Load Register Signed Halfword (immediate).

LDRSH (literal): Load Register Signed Halfword (literal).

LDRSH (register): Load Register Signed Halfword (register).

LDRSHT: Load Register Signed Halfword Unprivileged.

LDRT: Load Register Unprivileged.

LSL (immediate): Logical Shift Left (immediate): an alias of MOV, MOVS (register).

LSL (register): Logical Shift Left (register): an alias of MOV, MOVS (register-shifted register).
LSLS (immediate): Logical Shift Left, setting flags (immediate): an alias of MOV, MOVS (register).
LSLS (register): Logical Shift Left, setting flags (register): an alias of MOV, MOVS (register-shifted register).
LSR (immediate): Logical Shift Right (immediate): an alias of MOV, MOVS (register).

LSR (register): Logical Shift Right (register): an alias of MOV, MOVS (register-shifted register).
LSRS (immediate): Logical Shift Right, setting flags (immediate): an alias of MOV, MOVS (register).
LSRS (register): Logical Shift Right, setting flags (register): an alias of MOV, MOVS (register-shifted register).

MCR: Move to System register from general-purpose register or execute a System instruction.
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AArch32 -- Base Instructions (alphabetic order)

MCRR: Move to System register from two general-purpose registers.

MLA, MLAS: Multiply Accumulate.

MLS: Multiply and Subtract.

MOV, MOVS (immediate): Move (immediate).

MOV, MOVS (register): Move (register).

MOV, MOVS (register-shifted register): Move (register-shifted register).

MOVT: Move Top.

MRC: Move to general-purpose register from System register.

MRRC: Move to two general-purpose registers from System register.

MRS: Move Special register to general-purpose register.

MRS (Banked register): Move Banked or Special register to general-purpose register.
MSR (Banked register): Move general-purpose register to Banked or Special register.
MSR (immediate): Move immediate value to Special register.

MSR (register): Move general-purpose register to Special register.

MUL, MULS: Multiply.

MVN, MVNS (immediate): Bitwise NOT (immediate).

MVN, MVNS (register): Bitwise NOT (register).

MVN, MVNS (register-shifted register): Bitwise NOT (register-shifted register).
NOP: No Operation.

ORN, ORNS (immediate): Bitwise OR NOT (immediate).

ORN, ORNS (register): Bitwise OR NOT (register).

ORR, ORRS (immediate): Bitwise OR (immediate).

ORR, ORRS (register): Bitwise OR (register).

ORR, ORRS (register-shifted register): Bitwise OR (register-shifted register).
PKHBT, PKHTB: Pack Halfword.

PLD (literal): Preload Data (literal).

PLD, PLDW (immediate): Preload Data (immediate).

PLD, PLDW (register): Preload Data (register).

PLI (immediate, literal): Preload Instruction (immediate, literal).

PLI (register): Preload Instruction (register).

POP: Pop Multiple Registers from Stack.

POP (multiple registers): Pop Multiple Registers from Stack: an alias of LDM, LDMIA, LDMFD.
POP (single register): Pop Single Register from Stack: an alias of LDR (immediate).
PUSH: Push Multiple Registers to Stack.

PUSH (multiple registers): Push multiple registers to Stack: an alias of STMDB, STMFD.

PUSH (single register): Push Single Register to Stack: an alias of STR (immediate).

Page 5



AArch32 -- Base Instructions (alphabetic order)

QADD: Saturating Add.

QADDI16: Saturating Add 16.

QADDS: Saturating Add 8.

QASX: Saturating Add and Subtract with Exchange.

QDADD: Saturating Double and Add.

QDSUB: Saturating Double and Subtract.

QSAX: Saturating Subtract and Add with Exchange.

QSUB: Saturating Subtract.

QSUBI16: Saturating Subtract 16.

QSUBS: Saturating Subtract 8.

RBIT: Reverse Bits.

REV: Byte-Reverse Word.

REV16: Byte-Reverse Packed Halfword.

REVSH: Byte-Reverse Signed Halfword.

RFE, RFEDA, RFEDB, RFEIA, RFEIB: Return From Exception.
ROR (immediate): Rotate Right (immediate): an alias of MOV, MOVS (register).

ROR (register): Rotate Right (register): an alias of MOV, MOVS (register-shifted register).

RORS (immediate): Rotate Right, setting flags (immediate): an alias of MOV, MOVS (register).

RORS (register): Rotate Right, setting flags (register): an alias of MOV, MOVS (register-shifted register).

RRX: Rotate Right with Extend: an alias of MOV, MOVS (register).

RRXS: Rotate Right with Extend, setting flags: an alias of MOV, MOVS (register).
RSB, RSBS (immediate): Reverse Subtract (immediate).

RSB, RSBS (register): Reverse Subtract (register).

RSB, RSBS (register-shifted register): Reverse Subtract (register-shifted register).
RSC, RSCS (immediate): Reverse Subtract with Carry (immediate).

RSC, RSCS (register): Reverse Subtract with Carry (register).

RSC, RSCS (register-shifted register): Reverse Subtract (register-shifted register).
SADDI6: Signed Add 16.

SADDS: Signed Add 8.

SASX: Signed Add and Subtract with Exchange.

SBC, SBCS (immediate): Subtract with Carry (immediate).

SBC, SBCS (register): Subtract with Carry (register).

SBC, SBCS (register-shifted register): Subtract with Carry (register-shifted register).
SBFX: Signed Bit Field Extract.

SDIV: Signed Divide.

SEL: Select Bytes.
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AArch32 -- Base Instructions (alphabetic order)

SETEND: Set Endianness.

SETPAN: Set Privileged Access Never.

SEV: Send Event.

SEVL: Send Event Local.

SHADD16: Signed Halving Add 16.

SHADDS: Signed Halving Add 8.

SHASX: Signed Halving Add and Subtract with Exchange.

SHSAX: Signed Halving Subtract and Add with Exchange.

SHSUBI16: Signed Halving Subtract 16.

SHSUBS: Signed Halving Subtract 8.

SMC: Secure Monitor Call.

SMLABB, SMLABT, SMLATB, SMLATT: Signed Multiply Accumulate (halfwords).
SMLAD, SMLADX: Signed Multiply Accumulate Dual.

SMLAL, SMLALS: Signed Multiply Accumulate Long.

SMLALBB, SMLALBT, SMLALTB, SMLALTT: Signed Multiply Accumulate Long (halfwords).
SMLALD, SMLALDX: Signed Multiply Accumulate Long Dual.
SMLAWB, SMLAWT: Signed Multiply Accumulate (word by halfword).
SMLSD, SMLSDX: Signed Multiply Subtract Dual.

SMLSLD, SMLSLDX: Signed Multiply Subtract Long Dual.

SMMLA, SMMLAR: Signed Most Significant Word Multiply Accumulate.
SMMLS, SMMLSR: Signed Most Significant Word Multiply Subtract.
SMMUL, SMMULR: Signed Most Significant Word Multiply.

SMUAD, SMUADX: Signed Dual Multiply Add.

SMULBB, SMULBT, SMULTB, SMULTT: Signed Multiply (halfwords).
SMULL, SMULLS: Signed Multiply Long.

SMULWB, SMULWT: Signed Multiply (word by halfword).

SMUSD, SMUSDX: Signed Multiply Subtract Dual.

SRS, SRSDA, SRSDB, SRSIA, SRSIB: Store Return State.

SSAT: Signed Saturate.

SSAT16: Signed Saturate 16.

SSAX: Signed Subtract and Add with Exchange.

SSUBI16: Signed Subtract 16.

SSUBS: Signed Subtract 8.

STC: Store data to System register.

STL: Store-Release Word.

STLB: Store-Release Byte.
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AArch32 -- Base Instructions (alphabetic order)

STLEX: Store-Release Exclusive Word.

STLEXB: Store-Release Exclusive Byte.

STLEXD: Store-Release Exclusive Doubleword.

STLEXH: Store-Release Exclusive Halfword.

STLH: Store-Release Halfword.

STM (User registers): Store Multiple (User registers).

STM, STMIA, STMEA: Store Multiple (Increment After, Empty Ascending).
STMDA, STMED: Store Multiple Decrement After (Empty Descending).
STMDB, STMFD: Store Multiple Decrement Before (Full Descending).
STMIB, STMFA: Store Multiple Increment Before (Full Ascending).
STR (immediate): Store Register (immediate).

STR (register): Store Register (register).

STRB (immediate): Store Register Byte (immediate).

STRB (register): Store Register Byte (register).

STRBT: Store Register Byte Unprivileged.

STRD (immediate): Store Register Dual (immediate).

STRD (register): Store Register Dual (register).

STREX: Store Register Exclusive.

STREXB: Store Register Exclusive Byte.

STREXD: Store Register Exclusive Doubleword.

STREXH: Store Register Exclusive Halfword.

STRH (immediate): Store Register Halfword (immediate).

STRH (register): Store Register Halfword (register).

STRHT: Store Register Halfword Unprivileged.

STRT: Store Register Unprivileged.

SUB (immediate, from PC): Subtract from PC: an alias of ADR.

SUB, SUBS (immediate): Subtract (immediate).

SUB, SUBS (register): Subtract (register).

SUB, SUBS (register-shifted register): Subtract (register-shifted register).
SUB, SUBS (SP minus immediate): Subtract from SP (immediate).
SUB, SUBS (SP minus register): Subtract from SP (register).

SVC: Supervisor Call.

SXTAB: Signed Extend and Add Byte.

SXTABI16: Signed Extend and Add Byte 16.

SXTAH: Signed Extend and Add Halfword.

SXTB: Signed Extend Byte.
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AArch32 -- Base Instructions (alphabetic order)

SXTB16: Signed Extend Byte 16.

SXTH: Signed Extend Halfword.

TBB, TBH: Table Branch Byte or Halfword.
TEQ (immediate): Test Equivalence (immediate).

TEQ (register): Test Equivalence (register).

TEQ (register-shifted register): Test Equivalence (register-shifted register).

TST (immediate): Test (immediate).

TST (register): Test (register).

TST (register-shifted register): Test (register-shifted register).
UADDI16: Unsigned Add 16.

UADDS: Unsigned Add 8.

UASX: Unsigned Add and Subtract with Exchange.

UBFX: Unsigned Bit Field Extract.

UDF: Permanently Undefined.

UDIV: Unsigned Divide.

UHADDI16: Unsigned Halving Add 16.

UHADDS: Unsigned Halving Add 8.

UHASX: Unsigned Halving Add and Subtract with Exchange.
UHSAX: Unsigned Halving Subtract and Add with Exchange.
UHSUBI16: Unsigned Halving Subtract 16.

UHSUBS: Unsigned Halving Subtract 8.

UMAAL: Unsigned Multiply Accumulate Accumulate Long.
UMLAL, UMLALS: Unsigned Multiply Accumulate Long.
UMULL, UMULLS: Unsigned Multiply Long.

UQADDI16: Unsigned Saturating Add 16.

UQADDS: Unsigned Saturating Add 8.

UQASX: Unsigned Saturating Add and Subtract with Exchange.
UQSAX: Unsigned Saturating Subtract and Add with Exchange.
UQSUBI16: Unsigned Saturating Subtract 16.

UQSUBS: Unsigned Saturating Subtract 8.

USADS: Unsigned Sum of Absolute Differences.

USADAS: Unsigned Sum of Absolute Differences and Accumulate.

USAT: Unsigned Saturate.
USAT16: Unsigned Saturate 16.
USAX: Unsigned Subtract and Add with Exchange.

USUBI16: Unsigned Subtract 16.
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AArch32 -- Base Instructions (alphabetic order)

USUBS: Unsigned Subtract 8.

UXTAB: Unsigned Extend and Add Byte.
UXTABI16: Unsigned Extend and Add Byte 16.
UXTAH: Unsigned Extend and Add Halfword.
UXTB: Unsigned Extend Byte.

UXTB16: Unsigned Extend Byte 16.

UXTH: Unsigned Extend Halfword.

WFE: Wait For Event.

WFI: Wait For Interrupt.

YIELD: Yield hint.
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AArch32 -- SIMD&FP Instructions (alphabetic order)

AESD: AES single round decryption.

AESE: AES single round encryption.

AESIMC: AES inverse mix columns.

AESMC: AES mix columns.

FLDM*X (FLDMDBX, FLDMIAX): FLDM*X.
FSTMDBX, FSTMIAX: FSTMX.

SHAI1C: SHAI1 hash update (choose).

SHA1H: SHAI fixed rotate.

SHA1M: SHA1 hash update (majority).

SHA1P: SHAT1 hash update (parity).

SHA1SUQ: SHA1 schedule update 0.

SHA1SU1: SHAI schedule update 1.

SHA256H: SHA256 hash update part 1.

SHA256H2: SHA256 hash update part 2.

SHA256SUQ: SHA256 schedule update 0.

SHA256SU1: SHA256 schedule update 1.

VABA: Vector Absolute Difference and Accumulate.
VABAL: Vector Absolute Difference and Accumulate Long.
VABD (floating-point): Vector Absolute Difference (floating-point).
VABD (integer): Vector Absolute Difference (integer).
VABDL (integer): Vector Absolute Difference Long (integer).
VABS: Vector Absolute.

VACGE: Vector Absolute Compare Greater Than or Equal.
VACGT: Vector Absolute Compare Greater Than.

VACLE: Vector Absolute Compare Less Than or Equal: an alias of VACGE.
VACLT: Vector Absolute Compare Less Than: an alias of VACGT.
VADD (floating-point): Vector Add (floating-point).

VADD (integer): Vector Add (integer).

VADDHN: Vector Add and Narrow, returning High Half.
VADDL: Vector Add Long.

VADDW: Vector Add Wide.

VAND (immediate): Vector Bitwise AND (immediate): an alias of VBIC (immediate).
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AArch32 -- SIMD&FP Instructions (alphabetic order)

VAND (register): Vector Bitwise AND (register).

VBIC (immediate): Vector Bitwise Bit Clear (immediate).

VBIC (register): Vector Bitwise Bit Clear (register).

VBIF: Vector Bitwise Insert if False.

VBIT: Vector Bitwise Insert if True.

VBSL: Vector Bitwise Select.

VCADD: Vector Complex Add.

VCEQ (immediate #0): Vector Compare Equal to Zero.

VCEQ (register): Vector Compare Equal.

VCGE (immediate #0): Vector Compare Greater Than or Equal to Zero.

VCGE (register): Vector Compare Greater Than or Equal.

VCGT (immediate #0): Vector Compare Greater Than Zero.

VCGT (register): Vector Compare Greater Than.

VCLE (immediate #0): Vector Compare Less Than or Equal to Zero.

VCLE (register): Vector Compare Less Than or Equal: an alias of VCGE (register).

VCLS: Vector Count Leading Sign Bits.

VCLT (immediate #0): Vector Compare Less Than Zero.

VCLT (register): Vector Compare Less Than: an alias of VCGT (register).

VCLZ: Vector Count Leading Zeros.

VCMLA: Vector Complex Multiply Accumulate.

VCMLA (by element): Vector Complex Multiply Accumulate (by element).

VCMP: Vector Compare.

VCMPE: Vector Compare, raising Invalid Operation on NaN.

VCNT: Vector Count Set Bits.

VCVT (between double-precision and single-precision): Convert between double-precision and single-precision.
VCVT (between floating-point and fixed-point, Advanced SIMD): Vector Convert between floating-point and fixed-point.
VCVT (between floating-point and fixed-point, floating-point): Convert between floating-point and fixed-point.
VCVT (between floating-point and integer, Advanced SIMD): Vector Convert between floating-point and integer.
VCVT (between half-precision and single-precision, Advanced SIMD): Vector Convert between half-precision and single-precision.
VCVT (floating-point to integer, floating-point): Convert floating-point to integer with Round towards Zero.
VCVT (integer to floating-point, floating-point): Convert integer to floating-point.

VCVTA (Advanced SIMD): Vector Convert floating-point to integer with Round to Nearest with Ties to Away.

VCVTA (floating-point): Convert floating-point to integer with Round to Nearest with Ties to Away.

VCVTB: Convert to or from a half-precision value in the bottom half of a single-precision register.

VCVTM (Advanced SIMD): Vector Convert floating-point to integer with Round towards -Infinity.

VCVTM (floating-point): Convert floating-point to integer with Round towards -Infinity.
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AArch32 -- SIMD&FP Instructions (alphabetic order)

VCVTN (Advanced SIMD): Vector Convert floating-point to integer with Round to Nearest.

VCVTN (floating-point): Convert floating-point to integer with Round to Nearest.

VCVTP (Advanced SIMD): Vector Convert floating-point to integer with Round towards +Infinity.

VCVTP (floating-point): Convert floating-point to integer with Round towards +Infinity.

VCVTR: Convert floating-point to integer.

VCVTT: Convert to or from a half-precision value in the top half of a single-precision register.

VDIV: Divide.

VDUP (general-purpose register): Duplicate general-purpose register to vector.

VDUP (scalar): Duplicate vector element to vector.

VEOR: Vector Bitwise Exclusive OR.

VEXT (byte elements): Vector Extract.

VEXT (multibyte elements): Vector Extract: an alias of VEXT (byte elements).

VFMA: Vector Fused Multiply Accumulate.

VFMS: Vector Fused Multiply Subtract.

VFNMA: Vector Fused Negate Multiply Accumulate.

VFNMS: Vector Fused Negate Multiply Subtract.

VHADD: Vector Halving Add.

VHSUB: Vector Halving Subtract.

VINS: Vector move Insertion.

VICVT: Javascript Convert to signed fixed-point, rounding toward Zero.

VLD1 (multiple single elements): Load multiple single 1-element structures to one, two, three, or four registers.
VLDI1 (single element to all lanes): Load single 1-element structure and replicate to all lanes of one register.
VLDI1 (single element to one lane): Load single 1-element structure to one lane of one register.

VLD2 (multiple 2-element structures): Load multiple 2-element structures to two or four registers.

VLD2 (single 2-element structure to all lanes): Load single 2-element structure and replicate to all lanes of two registers.
VLD2 (single 2-element structure to one lane): Load single 2-element structure to one lane of two registers.
VLD3 (multiple 3-element structures): Load multiple 3-element structures to three registers.

VLD3 (single 3-element structure to all lanes): Load single 3-element structure and replicate to all lanes of three registers.
VLD3 (single 3-element structure to one lane): Load single 3-element structure to one lane of three registers.

VLD4 (multiple 4-element structures): Load multiple 4-element structures to four registers.

VLDA4 (single 4-element structure to all lanes): Load single 4-element structure and replicate to all lanes of four registers.
VLD4 (single 4-element structure to one lane): Load single 4-element structure to one lane of four registers.

VLDM, VLDMDB, VLDMIA: Load Multiple SIMD&FP registers.

VLDR (immediate): Load SIMD&FP register (immediate).

VLDR (literal): Load SIMD&FP register (literal).

VMAX (floating-point): Vector Maximum (floating-point).
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AArch32 -- SIMD&FP Instructions (alphabetic order)

VMAX (integer): Vector Maximum (integer).

VMAXNM: Floating-point Maximum Number.

VMIN (floating-point): Vector Minimum (floating-point).

VMIN (integer): Vector Minimum (integer).

VMINNM: Floating-point Minimum Number.

VMLA (by scalar): Vector Multiply Accumulate (by scalar).
VMLA (floating-point): Vector Multiply Accumulate (floating-point).
VMLA (integer): Vector Multiply Accumulate (integer).

VMLAL (by scalar): Vector Multiply Accumulate Long (by scalar).
VMLAL (integer): Vector Multiply Accumulate Long (integer).
VMLS (by scalar): Vector Multiply Subtract (by scalar).

VMLS (floating-point): Vector Multiply Subtract (floating-point).
VMLS (integer): Vector Multiply Subtract (integer).

VMLSL (by scalar): Vector Multiply Subtract Long (by scalar).

VMLSL (integer): Vector Multiply Subtract Long (integer).

VMOV (between general-purpose register and half-precision): Copy 16 bits of a general-purpose register to or from a 32-bit SIMD&FP register.

VMOV (between general-purpose register and single-precision): Copy a general-purpose register to or from a 32-bit SIMD&FP register.

VMOV (between two general-purpose registers and a doubleword floating-point register): Copy two general-purpose registers to or from a

SIMD&FP register.

VMOV (between two general-purpose registers and two single-precision registers): Copy two general-purpose registers to a pair of 32-bit

SIMD&FP registers.

VMOV (general-purpose register to scalar): Copy a general-purpose register to a vector element.
VMOV (immediate): Copy immediate value to a SIMD&FP register.

VMOV (register): Copy between FP registers.

VMOV (register, SIMD): Copy between SIMD registers: an alias of VORR (register).

VMOV (scalar to general-purpose register): Copy a vector element to a general-purpose register with sign or zero extension.

VMOVL: Vector Move Long.

VMOVN: Vector Move and Narrow.

VMOVX: Vector Move extraction.

VMRS: Move SIMD&FP Special register to general-purpose register.
VMSR: Move general-purpose register to SIMD&FP Special register.

VMUL (by scalar): Vector Multiply (by scalar).

VMUL (floating-point): Vector Multiply (floating-point).

VMUL (integer and polynomial): Vector Multiply (integer and polynomial).
VMULL (by scalar): Vector Multiply Long (by scalar).

VMULL (integer and polynomial): Vector Multiply Long (integer and polynomial).

VMVN (immediate): Vector Bitwise NOT (immediate).
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AArch32 -- SIMD&FP Instructions (alphabetic order)

VMVN (register): Vector Bitwise NOT (register).

VNEG: Vector Negate.

VNMLA: Vector Negate Multiply Accumulate.

VNMLS: Vector Negate Multiply Subtract.

VNMUL: Vector Negate Multiply.

VORN (immediate): Vector Bitwise OR NOT (immediate): an alias of VORR (immediate).
VORN (register): Vector bitwise OR NOT (register).

VORR (immediate): Vector Bitwise OR (immediate).

VORR (register): Vector bitwise OR (register).

VPADAL: Vector Pairwise Add and Accumulate Long.

VPADD (floating-point): Vector Pairwise Add (floating-point).

VPADD (integer): Vector Pairwise Add (integer).

VPADDL: Vector Pairwise Add Long.

VPMAX (floating-point): Vector Pairwise Maximum (floating-point).

VPMAX (integer): Vector Pairwise Maximum (integer).

VPMIN (floating-point): Vector Pairwise Minimum (floating-point).

VPMIN (integer): Vector Pairwise Minimum (integer).

VPOP: Pop SIMD&FP registers from Stack: an alias of VLDM, VLDMDB, VLDMIA.
VPUSH: Push SIMD&FP registers to Stack: an alias of VSTM, VSTMDB, VSTMIA.
VQABS: Vector Saturating Absolute.

VQADD: Vector Saturating Add.

VQDMLAL: Vector Saturating Doubling Multiply Accumulate Long.

VQDMLSL: Vector Saturating Doubling Multiply Subtract Long.

VQDMULH: Vector Saturating Doubling Multiply Returning High Half.

VQDMULL: Vector Saturating Doubling Multiply Long.

VQMOVN, VQMOVUN: Vector Saturating Move and Narrow.

VQNEG: Vector Saturating Negate.

VQRDMLAH: Vector Saturating Rounding Doubling Multiply Accumulate Returning High Half.
VQRDMLSH: Vector Saturating Rounding Doubling Multiply Subtract Returning High Half.
VQRDMULH: Vector Saturating Rounding Doubling Multiply Returning High Half.
VQRSHL: Vector Saturating Rounding Shift Left.

VQRSHRN (zero): Vector Saturating Rounding Shift Right, Narrow: an alias of VQMOVN, VQMOVUN.
VQRSHRN, VQRSHRUN: Vector Saturating Rounding Shift Right, Narrow.

VQRSHRUN (zero): Vector Saturating Rounding Shift Right, Narrow: an alias of VQMOVN, VQMOVUN.
VQSHL (register): Vector Saturating Shift Left (register).

VQSHL, VQSHLU (immediate): Vector Saturating Shift Left (immediate).
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AArch32 -- SIMD&FP Instructions (alphabetic order)

VQSHRN (zero): Vector Saturating Shift Right, Narrow: an alias of VQMOVN, VQMOVUN.
VQSHRN, VQSHRUN: Vector Saturating Shift Right, Narrow.

VQSHRUN (zero): Vector Saturating Shift Right, Narrow: an alias of VQMOVN, VQMOVUN.
VQSUB: Vector Saturating Subtract.

VRADDHN: Vector Rounding Add and Narrow, returning High Half.

VRECPE: Vector Reciprocal Estimate.

VRECPS: Vector Reciprocal Step.

VREV16: Vector Reverse in halfwords.

VREV32: Vector Reverse in words.

VREV64: Vector Reverse in doublewords.

VRHADD: Vector Rounding Halving Add.

VRINTA (Advanced SIMD): Vector Round floating-point to integer towards Nearest with Ties to Away.

VRINTA (floating-point): Round floating-point to integer to Nearest with Ties to Away.

VRINTM (Advanced SIMD): Vector Round floating-point to integer towards -Infinity.

VRINTM (floating-point): Round floating-point to integer towards -Infinity.

VRINTN (Advanced SIMD): Vector Round floating-point to integer to Nearest.

VRINTN (floating-point): Round floating-point to integer to Nearest.

VRINTP (Advanced SIMD): Vector Round floating-point to integer towards +Infinity.

VRINTP (floating-point): Round floating-point to integer towards +Infinity.

VRINTR: Round floating-point to integer.

VRINTX (Advanced SIMD): Vector round floating-point to integer inexact.
VRINTX (floating-point): Round floating-point to integer inexact.

VRINTZ (Advanced SIMD): Vector round floating-point to integer towards Zero.
VRINTZ (floating-point): Round floating-point to integer towards Zero.
VRSHL: Vector Rounding Shift Left.

VRSHR: Vector Rounding Shift Right.

VRSHR (zero): Vector Rounding Shift Right: an alias of VORR (register).
VRSHRN: Vector Rounding Shift Right and Narrow.

VRSHRN (zero): Vector Rounding Shift Right and Narrow: an alias of VMOVN.
VRSQRTE: Vector Reciprocal Square Root Estimate.

VRSQRTS: Vector Reciprocal Square Root Step.

VRSRA: Vector Rounding Shift Right and Accumulate.

VRSUBHN: Vector Rounding Subtract and Narrow, returning High Half.
VSDOT (by element): Dot Product index form with signed integers..

VSDOT (vector): Dot Product vector form with signed integers..

VSELEQ, VSELGE, VSELGT, VSELVS: Floating-point conditional select.

Page 16



AArch32 -- SIMD&FP Instructions (alphabetic order)

VSHL (immediate): Vector Shift Left (immediate).

VSHL (register): Vector Shift Left (register).

VSHLL: Vector Shift Left Long.

VSHR: Vector Shift Right.

VSHR (zero): Vector Shift Right: an alias of VORR (register).

VSHRN: Vector Shift Right Narrow.

VSHRN (zero): Vector Shift Right Narrow: an alias of VMOVN.

VSLI: Vector Shift Left and Insert.

VSQRT: Square Root.

VSRA: Vector Shift Right and Accumulate.

VSRI: Vector Shift Right and Insert.

VST1 (multiple single elements): Store multiple single elements from one, two, three, or four registers.
VST1 (single element from one lane): Store single element from one lane of one register.

VST2 (multiple 2-element structures): Store multiple 2-element structures from two or four registers.
VST2 (single 2-element structure from one lane): Store single 2-element structure from one lane of two registers.

VST3 (multiple 3-element structures): Store multiple 3-element structures from three registers.

VST3 (single 3-element structure from one lane): Store single 3-element structure from one lane of three registers.

VST4 (multiple 4-element structures): Store multiple 4-element structures from four registers.
VST4 (single 4-element structure from one lane): Store single 4-element structure from one lane of four registers.
VSTM, VSTMDB, VSTMIA: Store multiple SIMD&FP registers.

VSTR: Store SIMD&FP register.

VSUB (floating-point): Vector Subtract (floating-point).

VSUB (integer): Vector Subtract (integer).

VSUBHN: Vector Subtract and Narrow, returning High Half.

VSUBL: Vector Subtract Long.

VSUBW: Vector Subtract Wide.

VSWP: Vector Swap.

VTBL, VTBX: Vector Table Lookup and Extension.

VTRN: Vector Transpose.

VTST: Vector Test Bits.

VUDOT (by element): Dot Product index form with unsigned integers..

VUDOT (vector): Dot Product vector form with unsigned integers..

VUZP: Vector Unzip.

VUZP (alias): Vector Unzip: an alias of VTRN.

VZIP: Vector Zip.

VZIP (alias): Vector Zip: an alias of VTRN.
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AESD

AES single round decryption.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 2 1
[1 111 0 0 1 1 1]D[1 1]size|[0 0] vd [o]o 1 1 o[1][Mm]oO Vm |
A1
AESD.<dt> <Qd>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if size != '00' then UNDEFINED;

if vd<0> == '1' || Vm<0> == '1' then UNDEFINED;

d = UInt(D:Vd); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 2 1
[11 11 11 1 1 1]D[1 1]size|[0 0] vd [o]o 1 1 o[1][Mm]oO Vm |

T

AESD.<dt> <Qd>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if size != '00' then UNDEFINED;

if Vd<0> == '1' || Vm<0> == '1' then UNDEFINED;
d = UInt(D:Vd); m = UIntM:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE

behaviors.

Assembler Symbols

<dt> Is the data type, encoded in “size™:
size <dt>
00 8
01 RESERVED

1x RESERVED

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then
EncodingSpecificOperations (); CheckCryptoEnabled32();
opl = Q[d>>1]; op2 = Q[m>>1];

Q[d>>1] = AESInvSubBytes (AESInvShiftRows (opl EOR op2));

AESD
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AESE

AES single round encryption.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 2 1
[1 111 0 0 1 1 1]D[1 1]size|[0 0] vd [o]o 1 1 ofo[M]oO Vm |
A1
AESE.<dt> <Qd>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if size != '00' then UNDEFINED;

if vd<0> == '1' || Vm<0> == '1' then UNDEFINED;

d = UInt(D:Vd); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 2 1
[11 11 11 1 1 1]D[1 1]size|[0 0] vd [o]o 1 1 ofo[M]oO Vm |

T

AESE.<dt> <Qd>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if size != '00' then UNDEFINED;

if Vd<0> == '1' || Vm<0> == '1' then UNDEFINED;
d = UInt(D:Vd); m = UIntM:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE

behaviors.

Assembler Symbols

<dt> Is the data type, encoded in “size™:
size <dt>
00 8
01 RESERVED

1x RESERVED

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then
EncodingSpecificOperations (); CheckCryptoEnabled32();
opl = Q[d>>1]; op2 = Q[m>>1];

Q[d>>1] = AESSubBytes (AESShiftRows (opl EOR op2));

AESE
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AESIMC

AES inverse mix columns.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 111 0 0 1 1 1]D[1 1]size|[0 0] vd [o]o 1 1 1[1[m]o0] Vm |
A1
AESIMC.<dt> <Qd>, <Qm>
if ! HaveCryptoExt () then UNDEFINED;
if size != '00' then UNDEFINED;
if Vd<0> == '1' || Vm<0> == '1' then UNDEFINED;
d = UInt(D:Vd); m = UInt (M:Vm);
™
15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 11 1 1 1]D[1 1]size|[0 0] vd [o]o 1 1 1[1[m]o0] Vm |
™
AESIMC.<dt> <Qd>, <Qm>
ifi£L InITBlock() then UNPREDICTABLE;
if ! HaveCryptoExt () then UNDEFINED;
if size != '00' then UNDEFINED;
if Vd<0> == '1' || Vm<0> == '1' then UNDEFINED;
d = UInt(D:Vd); m = UIntM:Vm)
if InITBlock (M:Vm) ; —then UNPREDICTABTE
Assembler Symbols
<dt> Is the data type, encoded in “size™:
size <dt>
00 8
01 RESERVED
1x RESERVED
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.

Operation

if ConditionPassed() then
EncodingSpecificOperations (); CheckCryptoEnabled32();
Q[d>>1] = AESInvMixColumns (Q[m>>11]);
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AESMC

AES mix columns.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 111 0 0 1 1 1]D[1 1]size|[0 0] vd [o]o 1 1 1]o[mM]0O] Vm |
A1
AESMC.<dt> <Qd>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if size != '00' then UNDEFINED;

if vd<0> == '1' || Vm<0> == '1' then UNDEFINED;

d = UInt(D:Vd); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 11 1 1 1]D[1 1]size|[0 0] vd [o]o 1 1 1]o[mM]0O] Vm |

T

AESMC.<dt> <Qd>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if size != '00' then UNDEFINED;

if Vd<0> == '1' || Vm<0> == '1' then UNDEFINED;
d = UInt(D:Vd); m = UIntM:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<dt> Is the data type, encoded in “size™:
size <dt>
00 8
01 RESERVED

1x RESERVED

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then
EncodingSpecificOperations (); CheckCryptoEnabled32();
Q[d>>1] = AESMixColumns (Q[m>>11]) ;
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CRC32

CRC 32 performs a cyclic redundancy check (CRC) calculation on a value held in a general-purpose register. It takes an input CRC

value in the first source operand, performs a CRC on the input value in the second source operand, and returns the output CRC value. The second
source operand can be 8, 16, or 32 bits. To align with common usage, the bit order of the values is reversed as part of the operation, and the
polynomial 0x04C11DB?7 is used for the CRC calculation.

In ARMv8-A, this is an OPTIONAL instruction, and in ARMvS.1 it is mandatory for all implementations to implement it.
ID_ISAR5.CRC32 indicates whether this instruction is supported in the T32 and A32 instruction sets.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

[ =111 Jo 0 0 1 0] sz [0] Rn | Rd [O]o]o]®[o 1 0 0] Rm |
cond C

CRC32B (sz == 00)

CRC32B{<g>} <Rd>, <Rn>, <Rm>
CRC32H (sz == 01)

CRC32H{<g>} <Rd>, <Rn>, <Rm>
CRC32W (sz == 10)

CRC32W{<g>} <Rd>, <Rn>, <Rm>

if ! HaveCRCExt () then UNDEFINED;
d = UInt(Rd); n = UInt(Rn); m = UInt (Rm);
size = 8 << UInt (sz);

crc32c = (C == "'1");

if d == 15 || n == 15 || m == 15 then UNPREDICTABLE;
if size == 64 then UNPREDICTABLE;

if cond != '1110' then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

If size == 64, then one of the following behaviors must occur:

* The instruction is UNDEFINED.
+ The instruction executes as NOP.
» The instruction executes with the additional decode: size = 32;.

Ifcond != '1110", then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as NOP.

* The instruction executes unconditionally.
* The instruction executes conditionally.

T1

15 14 13 12 11 10 9

8 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11111010

Rn [1 1 1 1] Rd [1 0] sz | Rm |

=~
Ao
(@] {é)

ell=IE
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CRC32B (sz == 00)

CRC32B{<g>} <Rd>, <Rn>, <Rm>
CRC32H (sz == 01)

CRC32H{<g>} <Rd>, <Rn>, <Rm>
CRC32W (sz == 10)

CRC32W{<g>} <Rd>, <Rn>, <Rm>

ifif-L InITBlock () then UNPREDICTABLE;

if ! HaveCRCExt () then UNDEFINED;

d = UInt(Rd); n = UInt(Rn); m = UInt (Rm);
size = 8 << UlntHsz)r+

nrn’-}')r\ = (C —— '1 ').

\ = 4
if & ==15 || n == 15 || m —— 15 then UNPREDICTABLE;
if InTTRlock (s2z);
crc32c = (C == '1");
if d == 15 || n == 15 || m == 15 then UNPREDICTABLE;
if size == 64 then UNPREDICTABLE; ) —+then UNPREDICTARTE:

CONSTRAINED UNPREDICTABLE behavior

If size == 64, then one of the following behaviors must occur:

* The instruction is UNDEFINED.
 The instruction executes as NOP.
* The instruction executes with the additional decode: size = 32;.

For more information about the CONSTRAINED UNPREDICTABLE behavior, see Architectural Constraints on UNPREDICTABLE behaviors.

Assembler Symbols

<g> See Standard assembler syntax fields. An CRC 32 instruction must be unconditional.
<Rd> Is the general-purpose accumulator output register, encoded in the "Rd" field.

<Rn> Is the general-purpose accumulator input register, encoded in the "Rn" field.

<Rm> Is the general-purpose data source register, encoded in the "Rm" field.

Operation

if ConditionPassed () then
EncodingSpecificOperations () ;

acc = R[n]; // accumulator

val = R[m]<size-1:0>; // input value

poly = (if crc32c then O0x1EDC6F41 else 0x04C11DB7)<31:0>;

tempacc = BitReverse (acc) :Zeros (size);

tempval = BitReverse(val) :Zeros(32);

// Poly32Mod2 on a bitstring does a polynomial Modulus over {0,1} operation
R[d] = BitReverse (Poly32Mod2 (tempacc EOR tempval, poly));

R
R
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CRC32C performs a cyclic redundancy check (CRC) calculation on a value held in a general-purpose register. It takes an input CRC

value in the first source operand, performs a CRC on the input value in the second source operand, and returns the output CRC value. The second

source operand can be 8, 16, or 32 bits. To align with common usage, the bit order of the values is reversed as part of the operation, and the

polynomial 0x1EDC6F41 is used for the CRC calculation.
In ARMv8-A, this is an OPTIONAL instruction, and in ARMvS.1 it is mandatory for all implementations to implement it.

ID_ISAR5.CRC32 indicates whether this instruction is supported in the T32 and A32 instruction sets.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11

10 9

8

[ =111 Jo 0 0 1 0] sz [0]

Rn

| Rd

[(9)[(©)] 1 [©0)]

7
0

6 5 4
1 0 0]

cond
CRC32CB (sz == 00)
CRC32CB{<g>} <Rd>, <Rn>, <Rm>
CRC32CH (sz == 01)
CRC32CH{<g>} <Rd>, <Rn>, <Rm>
CRC32CW (sz == 10)

CRC32CW{<g>} <Rd>, <Rn>, <Rm>

if ! HaveCRCExt () then UNDEFINED;
d = UInt(Rd); n =

size = 8 << UInt (sz);

crc32c = (C == "'1");

if d == 15 || n == 15 || m == 15 then UNPREDICTABLE;

if size == 64 then UNPREDICTABLE;
if cond != '1110' then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

If size == 64, then one of the following behaviors must occur:

* The instruction is UNDEFINED.
+ The instruction executes as NOP.

UInt (Rn); m = UInt (Rm);

» The instruction executes with the additional decode: size = 32;.

Ifcond != '1110", then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as NOP.

* The instruction executes unconditionally.
* The instruction executes conditionally.

T1

15 14 13 12 11 10 9

2

1

0

15 14 13 12 11

C

10 9

8

=~
Ao
(@] {é)

8
11111010

Rn

[1 1

1

1]

Rd

[ 1

SIENES

CRC32C
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CRC32CB (sz == 00)

CRC32CB{<g>} <Rd>, <Rn>, <Rm>
CRC32CH (sz == 01)

CRC32CH{<g>} <Rd>, <Rn>, <Rm>
CRC32CW (sz == 10)

CRC32CW{<g>} <Rd>, <Rn>, <Rm>

ifif-L InITBlock () then UNPREDICTABLE;

if ! HaveCRCExt () then UNDEFINED;

d = UInt(Rd); n = UInt(Rn); m = UInt (Rm);
size = 8 << UlntHsz)r+

nrn’-}')r\ = (C —— '1 ').

\ = 4
if & ==15 || n == 15 || m —— 15 then UNPREDICTABLE;
if InTTRlock (s2z);
crc32c = (C == '1");
if d == 15 || n == 15 || m == 15 then UNPREDICTABLE;
if size == 64 then UNPREDICTABLE; ) —+then UNPREDICTARTE:

CONSTRAINED UNPREDICTABLE behavior

If size == 64, then one of the following behaviors must occur:

* The instruction is UNDEFINED.
 The instruction executes as NOP.
* The instruction executes with the additional decode: size = 32;.

For more information about the CONSTRAINED UNPREDICTABLE behavior, see Architectural Constraints on UNPREDICTABLE behaviors.

Assembler Symbols

<g> See Standard assembler syntax fields. An CRC32C instruction must be unconditional.
<Rd> Is the general-purpose accumulator output register, encoded in the "Rd" field.

<Rn> Is the general-purpose accumulator input register, encoded in the "Rn" field.

<Rm> Is the general-purpose data source register, encoded in the "Rm" field.

Operation

if ConditionPassed () then
EncodingSpecificOperations () ;

acc = R[n]; // accumulator

val = R[m]<size-1:0>; // input value

poly = (if crc32c then O0x1EDC6F41 else 0x04C11DB7)<31:0>;

tempacc = BitReverse (acc) :Zeros (size);

tempval = BitReverse(val) :Zeros(32);

// Poly32Mod2 on a bitstring does a polynomial Modulus over {0,1} operation
R[d] = BitReverse (Poly32Mod2 (tempacc EOR tempval, poly));

R
R
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DMB

Data Memory Barrier is a memory barrier that ensures the ordering of observations of memory accesses, see Data Memory Barrier (DMB).

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
(111101010 11 1[MOOOOIOIOIOINOIOOOf0[0 1 0 1] opton |
A1
DMB{<c>}{<g>} {<option>}
// No additional decoding required
T
%5 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
(1111001110 1 1[MOOMMI1T oJofo[IMIM[([0 1 0 1] option |

T

DMB{<c>} {<g>} {<option>}
// No additional decoding required

For more information about the CONSTRAINED UNPREDICTABLE behavior, see Architectural Constraints on UNPREDICTABLE behaviors.

Assembler Symbols

<c> For encoding Al: see Standard assembler syntax fields. Must be AL or omitted.
For encoding T1: see Standard assembler syntax fields.
<g> See Standard assembler syntax fields.

<option> Specifies an optional limitation on the barrier operation. Values are:
SY
Full system is the required shareability domain, reads and writes are the required access types, both before and after the
barrier instruction. Can be omitted. This option is referred to as the full system barrier. Encoded as option = Ob1111.

ST
Full system is the required shareability domain, writes are the required access type, both before and after the barrier
instruction. SYST is a synonym for ST. Encoded as option = 0b1110.

LD
Full system is the required shareability domain, reads are the required access type before the barrier instruction, and reads and
writes are the required access types after the barrier instruction. Encoded as option =0b1101.

ISH
Inner Shareable is the required shareability domain, reads and writes are the required access types, both before and after the
barrier instruction. Encoded as option = 0b1011.

ISHST

Inner Shareable is the required shareability domain, writes are the required access type, both before and after the barrier
instruction. Encoded as option = 0b1010.
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ISHLD
Inner Shareable is the required shareability domain, reads are the required access type before the barrier instruction, and reads
and writes are the required access types after the barrier instruction. Encoded as option = 0b1001.

NSH
Non-shareable is the required shareability domain, reads and writes are the required access, both before and after the barrier
instruction. Encoded as option = 0b0111.

NSHST
Non-shareable is the required shareability domain, writes are the required access type both before the-barrierinstraetion-and

reads-and writes-are-the required-type after the barrier instruction. Encoded as option = 0b0110.

NSHLD
Non-shareable is the required shareability domain, reads are the required access type before the barrier instruction, and reads
and writes are the required access types after the barrier instruction. Encoded as option = 0b0101.

OSH
Outer Shareable is the required shareability domain, reads and writes are the required access types, both before and after the
barrier instruction. Encoded as option = 0b0011.

OSHST
Outer Shareable is the required shareability domain, writes are the required access type, both before and after the barrier
instruction. Encoded as option = 0b0010.

OSHLD
Outer Shareable is the required shareability domain, reads are the required access type before the barrier instruction, and reads
and writes are the required access types after the barrier instruction. Encoded as option = 0b0001.

For more information on whether an access is before or after a barrier instruction, see Data Memory Barrier (DMB). All
other encodings of option are reserved. It is IMPLEMENTATION DEFINED whether options other than SY are implemented. All
unsupported and reserved options must execute as a full system DMB operation, but software must not rely on this behavior.
The instruction supports the following alternative <option> values, but ARM recommends that software does not use these
alternative values:

* SH as an alias for ISH.

* SHST as an alias for ISHST.

* UN as an alias for NSH.

* UNST as an alias for NSHST.

Operation

if ConditionPassed() then
EncodingSpecificOperations () ;
case option of
when '0001' domain = MBRegDomain OuterShareable; types = MBReqTypes Reads;
when '0010' domain = MBRegDomain OuterShareable; types = MBReqTypes Writes;
when '0011' domain = MBRegDomain OuterShareable; types = MBReqTypes All;

when '0101' domain = MBRegDomain Nonshareable; types = MBReqTypes Reads;
when '0110' domain = MBRegDomain Nonshareable; types = MBReqTypes Writes;
when '0111' domain = MBRegDomain Nonshareable; types = MBReqTypes All;

when '1001' domain = MBRegDomain InnerShareable; types = MBReqTypes Reads;
when '1010' domain = MBRegDomain InnerShareable; types = MBReqTypes Writes;
when '1011' domain = MBRegDomain InnerShareable; types = MBReqTypes All;

when '1101' domain = MBRegDomain FullSystem; types = MBReqTypes Reads;
when '1110' domain = MBRegDomain FullSystem; types = MBReqTypes Writes;
otherwise domain = MBRegDomain FullSystem; types = MBReqgTypes All;

if HaveEL (EL2) && !IsSecure() && PSTATE.EL IN {ELO,EL1} then

if HCR.BSU == 'l1l1l' then
domain = MBRegDomain FullSystem;

if HCR.BSU == '10' && domain != MBRegDomain FullSystem then
domain = MBRegDomain OuterShareable;

if HCR.BSU == '0l' && domain == MBRegDomain Nonshareable then

domain = MBRegDomain InnerShareable;

DataMemoryBarrier (domain, types);

Internal version only: isa v00_763¥88-74, pseudocode v33.1 ; Build timestamp: 2017-09-26T15:10332:2

Copyright © 2010-2017 ARM Limited or its affiliates. All rights reserved. This document is Non-Confidential.

DMB Page 32


ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.ConditionPassed.0
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_OuterShareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_Reads
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_OuterShareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_Writes
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_OuterShareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_All
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_Nonshareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_Reads
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_Nonshareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_Writes
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_Nonshareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_All
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_InnerShareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_Reads
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_InnerShareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_Writes
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_InnerShareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_All
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_FullSystem
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_Reads
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_FullSystem
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_Writes
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_FullSystem
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqTypes_All
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.HaveEL.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#EL2
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.IsSecure.0
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#EL0
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#EL1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_FullSystem
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_FullSystem
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_OuterShareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_Nonshareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#MBReqDomain_InnerShareable
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.DataMemoryBarrier.2

ISA v83A AArch32 xml OObet4 htmldiff from- (new)
(old) ISA v83A AArch32 xml OObet4 ISA v83A AArch32 xml 00bet5

DMB Page 33


ISA_v83A_AArch32_xml_00bet4/xhtml/dmb.html
ISA_v83A_AArch32_xml_00bet4/xhtml/dmb.html
ISA_v83A_AArch32_xml_00bet5/xhtml/dmb.html
ISA_v83A_AArch32_xml_00bet5/xhtml/dmb.html

ISA v83A AArch32 xml 0Obet4 htmldiff from- (new)
(old) ISA v83A AArch32 xml OObet4 TISA v83A AArch32 xml 00bet5

DSB

Data Synchronization Barrier is a memory barrier that ensures the completion of memory accesses, see Data Synchronization Barrier (DSB).

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
(111101010 11 1[MOOOOIOIOIOINOIOOOf©0[0 1 0 0] opton |
A1
DSB{<c>}{<g>} {<option>}
// No additional decoding required
T
%5 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
(1111001110 1 1[MOOMMI1T oJofo[IMIM[(H[0 1 0 0] option |

T

DSB{<c>} {<g>} {<option>}
// No additional decoding required

For more information about the CONSTRAINED UNPREDICTABLE behavior, see Architectural Constraints on UNPREDICTABLE behaviors.

Assembler Symbols

<c> For encoding Al: see Standard assembler syntax fields. Must be AL or omitted.
For encoding T1: see Standard assembler syntax fields.
<g> See Standard assembler syntax fields.

<option> Specifies an optional limitation on the barrier operation. Values are:
SY
Full system is the required shareability domain, reads and writes are the required access types, both before and after the
barrier instruction. Can be omitted. This option is referred to as the full system barrier. Encoded as option = Ob1111.

ST
Full system is the required shareability domain, writes are the required access type, both before and after the barrier
instruction. SYST is a synonym for ST. Encoded as option = 0b1110.

LD
Full system is the required shareability domain, reads are the required access type before the barrier instruction, and reads and
writes are the required access types after the barrier instruction. Encoded as option =0b1101.

ISH
Inner Shareable is the required shareability domain, reads and writes are the required access types, both before and after the
barrier instruction. Encoded as option = 0b1011.

ISHST

Inner Shareable is the required shareability domain, writes are the required access type, both before and after the barrier
instruction. Encoded as option = 0b1010.
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ISHLD

Inner Shareable is the required shareability domain, reads are the required access type before the barrier instruction, and reads
and writes are the required access types after the barrier instruction. Encoded as option = 0b1001.

NSH

Non-shareable is the required shareability domain, reads and writes are the required access, both before and after the barrier
instruction. Encoded as option = 0b0111.

NSHST

Non-shareable is the required shareability domain, writes are the required access type both before the-barrierinstraetion-and
reads-and writes-are-the required-type after the barrier instruction. Encoded as option = 0b0110.

NSHLD

Non-shareable is the required shareability domain, reads are the required access type before the barrier instruction, and reads
and writes are the required access types after the barrier instruction. Encoded as option = 0b0101.

OSH

Outer Shareable is the required shareability domain, reads and writes are the required access types, both before and after the
barrier instruction. Encoded as option = 0b0011.

OSHST

Outer Shareable is the required shareability domain, writes are the required access type, both before and after the barrier
instruction. Encoded as option = 0b0010.

OSHLD

Operation

if Condition

Outer Shareable is the required shareability domain, reads are the required access type before the barrier instruction, and reads
and writes are the required access types after the barrier instruction. Encoded as option = 0b0001.

For more information on whether an access is before or after a barrier instruction, see Data Synchronization Barrier (DSB).
All other encodings of option are reserved. It is IMPLEMENTATION DEFINED whether options other than SY are implemented.
All unsupported and reserved options must execute as a full system DSB operation, but software must not rely on this
behavior.

The instruction supports the following alternative <option> values, but ARM recommends that software does not use these
alternative values:

SH as an alias for [ISH.

SHST as an alias for ISHST.

UN as an alias for NSH.

UNST as an alias for NSHST.

Encoding
case opt
when
when
when
when
when
when
when
when
when
when
when
othe

if HaveE

if H

if H

if H

DataSync

Passed () then

SpecificOperations();

ion of
'0001"'" domain = MBRegDomain OuterShareable; types = MBReqgTypes Reads;
'0010"'" domain = MBRegDomain OuterShareable; types = MBReqTypes Writes;
'0011"'" domain = MBRegDomain OuterShareable; types = MBReqTypes All;
'0101"'" domain = MBRegDomain Nonshareable; types = MBReqTypes Reads;
'0110"'" domain = MBRegDomain Nonshareable; types = MBReqTypes Writes;
'0111"'" domain = MBRegDomain Nonshareable; types = MBRegTypes All;
'1001"'" domain = MBRegDomain InnerShareable; types = MBReqgTypes Reads;
'1010"'" domain = MBRegDomain InnerShareable; types = MBReqTypes Writes;
'1011"'" domain = MBRegDomain InnerShareable; types = MBReqTypes All;
'1101"'" domain = MBRegDomain FullSystem; types = MBReqTypes Reads;
'1110"'" domain = MBRegDomain FullSystem; types = MBReqTypes Writes;

rwise domain = MBRegDomain FullSystem; types = MBReqgTypes All;

L(EL2) && !IsSecure() && PSTATE.EL IN {ELO,ELl1} then

CR.BSU == '11' then

domain = MBRegDomain FullSystem;

CR.BSU == '1l0' && domain != MBRegDomain FullSystem then

domain = MBRegDomain OuterShareable;

CR.BSU == '01' && domain == MBRegDomain Nonshareable then

domain = MBRegDomain InnerShareable;

hronizationBarrier (domain, types);
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ESB

Error Synchronization Barrier is an error synchronization event that might also update DISR and VDISR. This instruction can be used at all
Exception levels and in Debug state.

In Debug state, this instruction behaves as if SError interrupts are masked at all Exception levels. See Error Synchronization Barrier in the
ARM(R) Reliability, Availability, and Serviceability (RAS) Specification, ARMvS, for ARMv8-A architecture profile.

If the RAS Extension is not implemented, this instruction executes as a NOP.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
(ARMvS.2)
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[ =111 Jo 0 1 1 oJo[1 ofo 0 0 o[MM]MM]w©) © ©)© 0 0 0 1 0 0 0 0]
cond
A1
ESB{<c>}{<qg>}
if !HaveRASExt () then EndOfInstruction(); // Instruction executes as NOP
if cond != '1110' then UNPREDICTABLE; // ESB must be encoded with AL condition
CONSTRAINED UNPREDICTABLE behavior
Ifcond != '1110"', then one of the following behaviors must occur:
+ The instruction is UNDEFINED.
* The instruction executes as NOP.
+ The instruction executes unconditionally.
* The instruction executes conditionally.
™
(ARMvS.2)
15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 O
11110011101 0[MMMM1 oloofoo o ofo o o 1]/0o 0 0 0]

T1

ESB{<c>}.W

if !'HaveRASExt () then EndOfInstruction(); // Instruction executes as NOP
if InITBlock () then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as NOP.

* The instruction executes unconditionally.
* The instruction executes conditionally.
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Assembler Symbols

<c> See Standard assembler syntax fields.
<q> See Standard assembler syntax fields.
Operation

if ConditionPassed () then
EncodingSpecificOperations () ;

H{MBRegbomain FullSystem MBRegTypes AtLiSynchronizeErrorskrrerSynchronizationBarrier () ;+
AArch32.ESBOperation () ;

if HaveEL(EL2) && !IsSecure() && PSTATE.EL IN {ELO,EL1} then AArch32.vESBOperation();
TakeUnmaskedSErrorInterrupts () ;
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If-Then makes up to four following instructions (the IT block) conditional. The conditions for the instructions in the IT block are the same as, or
the inverse of, the condition the IT instruction specifies for the first instruction in the block.

The TT instruction itself does not affect the condition flags, but the execution of the instructions in the IT block can change the

condition flags.

16-bit instructions in the IT block, other than CMP, CMN and T ST, do not set the condition flags. An
IT instruction with the AL condition can change the behavior without conditional execution.

The architecture permits exception return to an instruction in the IT block only if the restoration of the CPSR restores ITSTATE to a state

consistent with the conditions specified by the IT instruction. Any other exception return to an instruction in an IT block is

UNPREDICTABLE. Any branch to a target instruction in an IT block is not permitted, and if such a branch is made it is UNPREDICTABLE what
condition is used when executing that target instruction and any subsequent instruction in the IT block.

Many uses of the IT instruction are deprecated for performance reasons, and an implementation might include ITD controls that can disable
those uses of IT, making them UNDEFINED.

For more information see Conditional execution and Conditional instructions. The first of these sections includes more information about the
ITD controls.

T
15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0

|1 0 1 1 1 1 1 1] firstoond | !=0000 |
mask

T1

IT{<x>{<y>{<z>}}}{<g>} <cond>
if mask == '0000' then SEE "Related encodings";

if firstcond == '1111' || (firstcond == '1110' && BitCount (mask) != 1) then UNPREDICTABLE;
if InITBlock () then UNPREDICTARLE;

CONSTRAINED UNPREDICTABLE behavior

If firstcond == '1111"' || (firstcond == '1110' && BitCount (mask) != 1), then one of the following behaviors must
occur:

e The instruction is UNDEFINED.

+ The instruction executes as NOP.

» The '1111'iastruetion conditionexeentes iswith treatedthe asadditional beingdeecode: thefirsteond same= as the '1110' condition, meaning
always, and the ITSTATE state machine is progressed in the same way as for any other cond_base value.5z

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Related encodings: Miscellaneous 16-bit instructions.

Assembler Symbols

<x> The condition for the second instruction in the IT block. If omitted, the "mask" field is set to 0b1000. If present it is encoded
in the "mask[3]" field:

firstcond[0]
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NOT firstcond[0]
<y> The condition for the third instruction in the IT block. If omitted and <x> is present, the "mask[2:0]" field is set to 0b100. If
<y> is present it is encoded in the "mask[2]" field:
T
firstcond[0]
E
NOT firstcond[0]
<z> The condition for the fourth instruction in the IT block. If omitted and <y> is present, the "mask[1:0]" field is set to 0b10. If
<z> is present, the "mask[0]" field is set to 1, and it is encoded in the "mask[1]" field:
T
firstcond[0]
E
NOT firstcond[0]
<gq> See Standard assembler syntax fields.
<cond> The condition for the first instruction in the IT block, encoded in the "firstcond" field. See Condition codes for the range of
conditions available, and the encodings.
The conditions specified in an IT instruction must match those specified in the syntax of the instructions in its IT block. When
assembling to A32 code, assemblers check IT instruction syntax for validity but do not generate assembled instructions for them. See

Conditional instructions.

Operation

EncodingSpecificOperations () ;
AArch32.CheckITEnabled (mask) ;
PSTATE.IT<7:0> = firstcond:mask;
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htmldiff from-
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Set Privileged Access Never writes a new value to PSTATE PAN.

This instruction is available only in privileged mode and it is a NOP when executed in User mode.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
(ARMVS.1)

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10

(new)

ISA v83A AArch32 xml 00bet5

1711100 0 1

000 1|<0|0>|<0|(0)|<0|(0)|<o|(0)|<0|(0)||mm1|<0|

7 6 5 4 3 2 1 0
0 0 0 0]J0)]0)]©0)]o)

A1

SETPAN{<g>} #<imm> //

if !HavePANEXt ()
value = imml;

then UNDEFINED;

T
(ARMVS.1)

15 14 13 12 11 10

(Cannot be conditional)

2 1.0

= |©

4 3
1 0110 1 1

|(1)imm1[(0)[(0)](0)]

T1

SETPAN{<g>} #<imm> //

ifif! HavePANExt)—then UNDEFINED+
#£-TInITBlock () then UNPREDICTABLE;
if !HavePANExt () then UNDEFINED;

—then UNPREBICTABEE;

value = imml;
Assembler Symbols

<q>

<imm>

Operation

EncodingSpecificOperations();
if PSTATE.EL != ELO then
PSTATE.PAN = value;

ISA v83A AArch32 xml 00Obet4
(old)

See Standard assembler syntax fields.

(Not permitted in IT block)

Is the unsigned immediate 0 or 1, encoded in the "imm1" field.
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SHA1C

SHA1 hash update (choose).

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 0 0 1]oJo[DJ0 0] Vn | vd [1 1 0 o[N[]Q[M]O] Vm |
A1
SHA1C.32 <Qd>, <Qn>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if Q@ !'= '1l' then UNDEFINED;

if vd<0> == '1"' || Vn<0> == '1'" || Vm<O0> == '1' then UNDEFINED;

d = UInt(D:Vd); n = UInt(N:Vn); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 1 1]Jo]1 1 1 1 o[DJ0 0] vn | vd [1 1 0 o[N]Q[M]O] Vm |

T

SHA1C.32 <Qd>, <Qn>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if Q !'= '1l' then UNDEFINED;

if vd<0> == '1' || Vn<0> == '1"'" || Vm<O0> == '1l' then UNDEFINED;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt-M:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then

EncodingSpecificOperations (); CheckCryptoEnabled32();

X = Q[d>>1];

Y Q[n>>11<31:0>; // Note: 32 bits wide

W= Qlm>>1];

for e = 0 to 3
t = SHAchoose (X<63:32>, X<95:64>, X<127:96>);
Y =Y + ROL(X<31:0>, 5) + t + Elem[W, e, 32];
X<63:32> = ROL(X<63:32>, 30);
<Y, X> = ROL(Y:X, 32);

Q[d>>1] = X;
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SHA1H

SHA1 fixed rotate.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 111 0 0 1 1 1]D[1 1]size|[0 1] vd [o]o 1 0 1[1[M]0] Vm |
A1
SHA1H.32 <Qd>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if size != '10' then UNDEFINED;

if vd<0> == '1' || Vm<0> == '1' then UNDEFINED;

d = UInt(D:Vd); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
(1111 11 1 1 1]D[1 1]size|[0 1] vd [o]o 1 0 1[1[m]0] Vm |

T

SHA1H.32 <Qd>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if size != '10' then UNDEFINED;

if Vd<0> == '1' || Vm<0> == '1' then UNDEFINED;
d = UInt(D:Vd); m = UIntM:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed () then
EncodingSpecificOperations(); CheckCryptoEnabled32();
Q[d>>1] = ZeroExtend(ROL(Q[m>>1]<31:0>, 30), 128);
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SHATM

SHA1 hash update (majority).

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 0 0 1]ofJo[D[1 0] Vn | vd [1 1 0 o[N[]Q[M]O] Vm |
A1
SHAIM.32 <Qd>, <Qn>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if Q@ !'= '1l' then UNDEFINED;

if vd<0> == '1"' || Vn<0> == '1'" || Vm<O0> == '1' then UNDEFINED;

d = UInt(D:Vd); n = UInt(N:Vn); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 1 1]Jo]1 1 1 1 o[D[1 0] vn | vd [1 1 0 o[N]Q[M]O] Vm |

T

SHAIM.32 <Qd>, <Qn>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if Q !'= '1l' then UNDEFINED;

if vd<0> == '1' || Vn<0> == '1"'" || Vm<O0> == '1l' then UNDEFINED;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt-M:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then

EncodingSpecificOperations (); CheckCryptoEnabled32();

X = Q[d>>1];

Y Q[n>>11<31:0>; // Note: 32 bits wide

W= Q[m>>1];

for e = 0 to 3
t SHAmajority (X<63:32>, X<95:64>, X<127:96>);
Y =Y + ROL(X<31:0>, 5) + t + Elem[W, e, 32];
X<63:32> = ROL(X<63:32>, 30);
<Y, X> = ROL(Y:X, 32);

Q[d>>1] = X;
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SHA1P

SHA1 hash update (parity).

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 0 0 1]ofJo[DJ0o 1] Vn | vd [1 1 0 o[N[]Q[M]O] Vm |
A1
SHA1P.32 <Qd>, <Qn>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if Q@ !'= '1l' then UNDEFINED;

if vd<0> == '1"' || Vn<0> == '1'" || Vm<O0> == '1' then UNDEFINED;

d = UInt(D:Vd); n = UInt(N:Vn); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 1 1]Jo]1 1 1 1 o[DJ0o 1] vn | vd [1 1 0 o[N]Q[M]O] Vm |

T

SHA1P.32 <Qd>, <Qn>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if Q !'= '1l' then UNDEFINED;

if vd<0> == '1' || Vn<0> == '1"'" || Vm<O0> == '1l' then UNDEFINED;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt-M:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then

EncodingSpecificOperations (); CheckCryptoEnabled32();

X = Q[d>>1];

Y Q[n>>11<31:0>; // Note: 32 bits wide

W= Q[m>>1];

for e = 0 to 3
t = SHAparity (X<63:32>, X<95:64>, X<127:96>);
Y =Y + ROL(X<31:0>, 5) + t + Elem[W, e, 32];
X<63:32> = ROL(X<63:32>, 30);
<Y, X> = ROL(Y:X, 32);

Q[d>>1] = X;
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SHA1SU0

SHAT1 schedule update 0.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 0 0 1]ofJo[D[1 1] Vn | vd [1 1 0 o[N[]Q[M]O] Vm |
A1
SHA1SUO0.32 <Qd>, <Qn>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if Q@ !'= '1l' then UNDEFINED;

if vd<0> == '1"' || Vn<0> == '1'" || Vm<O0> == '1' then UNDEFINED;

d = UInt(D:Vd); n = UInt(N:Vn); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 1 1Jo]1 1 1 1 o[D[1 1] vn | vd [1 1 0 o[N]Q[M]O] Vm |
™

SHA1SUO0.32 <Qd>, <Qn>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if Q !'= '1l' then UNDEFINED;

if vd<0> == '1' || Vn<0> == '1"'" || Vm<O0> == '1l' then UNDEFINED;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt-M:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then
EncodingSpecificOperations (); CheckCryptoEnabled32();
opl = Q[d>>1]; op2 = Q[n>>1]; op3 = Q[m>>1];

op2 = 0op2<63:0> : opl<l27:64>;
Q[d>>1] = opl EOR op2 EOR op3;
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SHA1SU1

SHAT1 schedule update 1.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 111 0 0 1 1 1]D[1 1]size[1 0] vd [o]o 1 1 1]o[mM]0O] Vm |
A1
SHA1SU1.32 <Qd>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if size != '10' then UNDEFINED;

if vd<0> == '1' || Vm<0> == '1' then UNDEFINED;

d = UInt(D:Vd); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
(1111 11 1 1 1]D[1 1]size[1 0] vd [o]o 1 1 1]o[mM]0O] Vm |

T

SHA1SU1.32 <Qd>, <Om>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if size != '10' then UNDEFINED;

if Vd<0> == '1' || Vm<0> == '1' then UNDEFINED;
d = UInt(D:Vd); m = UIntM:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed () then
EncodingSpecificOperations(); CheckCryptoEnabled32();
X = Q[d>>1]; Y = Q[m>>1];

T = X EOR LSR(Y, 32);

WO = ROL(T<31:0>, 1);
Wl = ROL(T<63:32>, 1);
W2 = ROL(T<95:64>, 1);
W3 = ROL(T<127:96>, 1) EOR ROL(T<31:0>, 2);
Q[d>>1] = W3:W2:W1:WO0;
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SHA256H

SHAZ256 hash update part 1.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 0 0 1]1]o[DJ0 0] Vn | vd [1 1 0 o[N[]Q[M]O] Vm |
A1
SHA256H.32 <Qd>, <Qn>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if Q@ !'= '1l' then UNDEFINED;

if vd<0> == '1"' || Vn<0> == '1'" || Vm<O0> == '1' then UNDEFINED;

d = UInt(D:Vd); n = UInt(N:Vn); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 1 1]1]1 1 1 1 o[DJ0 0] vn | vd [1 1 0 o[N]Q[M]O] Vm |
™

SHA256H.32 <0d>, <On>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if Q !'= '1l' then UNDEFINED;

if vd<0> == '1' || Vn<0> == '1"'" || Vm<O0> == '1l' then UNDEFINED;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt-M:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then
EncodingSpecificOperations (); CheckCryptoEnabled32();
X = Q[d>>1]; Y = Q[n>>1]; W = Q[m>>1]; partl = TRUE;

Q[d>>1] = SHA256hash (X, Y, W, partl);
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SHA256H2

SHAZ256 hash update part 2.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 0 0 1]1]o[DJ0 1] Vn | vd [1 1 0 o[N[]Q[M]O] Vm |
A1
SHA256H2.32 <Qd>, <Qn>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if Q@ !'= '1l' then UNDEFINED;

if vd<0> == '1"' || Vn<0> == '1'" || Vm<O0> == '1' then UNDEFINED;

d = UInt(D:Vd); n = UInt(N:Vn); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 1 1]1]1 1 1 1 o[DJo 1] vn | vd [1 1 0 o[N]Q[M]O] Vm |
™

SHA256H2.32 <Qd>, <QOn>, <QOm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if Q !'= '1l' then UNDEFINED;

if vd<0> == '1' || Vn<0> == '1"'" || Vm<O0> == '1l' then UNDEFINED;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt-M:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed() then
EncodingSpecificOperations (); CheckCryptoEnabled32();
X =Q[n>>1]; Y = Q[d>>1]; W = Q[m>>1]; partl = FALSE;

Q[d>>1] = SHA256hash (X, Y, W, partl);
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SHA256SU0

SHA256 schedule update 0.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 111 0 0 1 1 1]D[1 1]size[1 0] vd [o]o 1 1 1[1[m]o0] Vm |
A1
SHA2565U0.32 <Qd>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if size != '10' then UNDEFINED;

if vd<0> == '1' || Vm<0> == '1' then UNDEFINED;

d = UInt(D:Vd); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
(1111 11 1 1 1]D[1 1]size[1 0] vd [o]o 1 1 1[1[m]o0] Vm |

T

SHA2565U0.32 <Qd>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if size != '10' then UNDEFINED;

if Vd<0> == '1' || Vm<0> == '1' then UNDEFINED;
d = UInt(D:Vd); m = UIntM:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
Operation

if ConditionPassed () then
bits (128) result;
EncodingSpecificOperations(); CheckCryptoEnabled32();
X = Q[d>>1]; Y = Q[m>>1];
T = Y<31:0> : X<127:32>;
for e = 0 to 3
elt = Elem[T, e, 32];

elt = ROR(elt, 7) EOR ROR(elt, 18) EOR LSR(elt, 3);
Elem[result, e, 32] = elt + Elem[X, e, 32];
Q[d>>1] = result;
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SHA256SU1

SHA256 schedule update 1.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

(new)
ISA v83A AArch32 xml 00bet5

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[11 11 0 0 1]1]o[D[1 0] Vn | vd [1 1 0 o[N[]Q[M]O] Vm |
A1
SHA25635U1.32 <Qd>, <Qn>, <Qm>

if ! HaveCryptoExt () then UNDEFINED;

if Q@ !'= '1l' then UNDEFINED;

if vd<0> == '1"' || Vn<0> == '1'" || Vm<O0> == '1' then UNDEFINED;

d = UInt(D:Vd); n = UInt(N:Vn); m = UInt (M:Vm);
T1
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[1 1 1]1]1 1 1 1 o[D[1 0] vn | vd [1 1 0 o[N]Q[M]O] Vm |
™

SHA2565U1.32 <Qd>, <Qn>, <Qm>

ifif-L InITBlock() then UNPREDICTABLE;

if ! HaveCryptoExt () then UNDEFINED;

if Q !'= '1l' then UNDEFINED;

if vd<0> == '1' || Vn<0> == '1"'" || Vm<O0> == '1l' then UNDEFINED;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt-M:Vm)

if InITBlock (M:Vm) ; —then UNPREDICTABTE

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE

behaviors.

Assembler Symbols

<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
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Operation

if ConditionPassed() then
bits (128) result;
EncodingSpecificOperations

(
X = Q[d>>1]; Y = Q[n>>1]; %

TO = 7Z<31:0> Y<127:32>;

Tl = 72<127:64>;
for e = 0 to 1

elt = Elem[T1, e, 321;

elt = ROR(elt, 17) EOR ROR(elt,
elt = elt + Elem[X, e, 32]
Elem[result, e, 32] = elt;

Tl = result<63:0>;
for e = 2 to 3

elt = Elem[T1, e - 2, 32];

elt = ROR(elt, 17) EOR ROR(elt,

elt = elt + Elem[X, e, 32]

Elem[result, e, 32] = elt;
Q[d>>1] = result;

ISA v83A AArch32 xml 0Obet4

(old)

) ; CheckCryptoEnabled32 () ;
= Q[m>>11];

19) EOR LSR(elt, 10);

+ Elem[TO, e, 32];

19) EOR LSR(elt, 10);

+ Elem([TO, e, 32];
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VCVTA (Advanced SIMD)

Vector Convert floating-point to integer with Round to Nearest with Ties to Away converts each element in a vector from floating-point to
integer using the Round to Nearest with Ties to Away rounding mode, and places the results in a second vector.

The operand vector elements are floating-point numbers.

The result vector elements are 32-bit integers. Signed and unsigned integers are distinct.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0

11110 0 1 1 1|D[1 1]size |1 1] Vd [o[o]0 OfoplQ@[M][O] Vm |
RM

64-bit SIMD vector (Q == 0)

VCVTA{<g>}.<dt>.<dt2> <Dd>, <Dm>

128-bit SIMD vector (Q == 1)

VCVTA{<g>}.<dt>.<dt2> <Qd>, <Qm>

if Q == '1' && (Vd<0> == '1' || Vm<0> == '1') then UNDEFINED;
if (size == '01' && !HaveFPl6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;
rounding = FPDecodeRM(RM); unsigned = (op == '1"');
case size of
when '01' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UInt(M:Vm); regs = if Q == '0' then 1 else 2;
T
%5 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
[1 1111 1 1 1 1][D[1 1]size [1 1] vd [o]Jo]o oJop]lQ|M]O] Vm |
RM
64-bit SIMD vector (Q == 0)
VCVTA{<g>}.<dt>.<dt2> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VCVTA{<g>}.<dt>.<dt2> <Qd>, <Qm>
ifif Q == '"1' && (Vd<0> == '"1"' | Vm<d> == '"1") then UNDSFINED;
if (size == 1011 g¢ 1| TnITBlock() then UNPREDICTABLE;
if Q == '"1l' && (Vd<0> == '1' || Vm<O0> == '1l') then UNDEFINED;
if (size == '01' && !HaveFPl6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '1');
case size of
when '0l' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = Ulnt{M:Vm); regs — +£ O —'0' then | else 2
if IntTBleock (M:Vm) ; regs = if Q == '0' then 1 else 2; -
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CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
+ The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the destination, encoded in “op”:
op <dt>
0 532
1 U32
<dt2> Is the data type for the elements of the source vector, encoded in “size”:

size <dt2>

01 Fl6

10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.

Operation

EncodingSpecificOperations (); CheckAdvSIMDEnabled() ;
bits (esize) result;

for r = 0 to regs-1
for e = 0 to elements-1
Elem([D[d+r],e,esize] = FPToFixed(Elem[D[m+r],e,esize], 0, unsigned,
StandardFPSCRValue (), rounding);
Internal version only: isa v00_76308-74, pseudocode v33.1 ; Build timestamp: 2017-09-26T15:10%32:2
Copyright © 2010-2017 ARM Limited or its affiliates. All rights reserved. This document is Non-Confidential.
ISA v83A AArch32 xml 0Obet4 htmldiff from- (new)
(old) ISA v83A AArch32 xml OObet4 TISA v83A AArch32 xml 00bet5

VCVTA (Advanced SIMD) Page 62


ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.CheckAdvSIMDEnabled.0
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.Elem.write.3
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.D.write.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.FPToFixed.5
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.Elem.read.3
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.D.read.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.StandardFPSCRValue.0
ISA_v83A_AArch32_xml_00bet4/xhtml/vcvta_asimd.html
ISA_v83A_AArch32_xml_00bet4/xhtml/vcvta_asimd.html
ISA_v83A_AArch32_xml_00bet5/xhtml/vcvta_asimd.html
ISA_v83A_AArch32_xml_00bet5/xhtml/vcvta_asimd.html

ISA v83A AArch32 xml 0Obet4 htmldiff from- (new)
(old) ISA v83A AArch32 xml OObet4 TISA v83A AArch32 xml 00bet5

VCVTA (floating-point)

Convert floating-point to integer with Round to Nearest with Ties to Away converts a value in a register from floating-point to a 32-bit integer
using the Round to Nearest with Ties to Away rounding mode, and places the result in a second register.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0

111111 10 1|/D[1 1 1][1]0 0] Vd [1 0[!=00]op|1[M][O] Vm |
RM size

Half-precision scalar (size == 01)
(ARMvS.2)

VCVTA{<g>}.<dt>.F16 <Sd>, <Sm>

Single-precision scalar (size == 10)

VCVTA{<g>}.<dt>.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VCVTA{<g>}.<dt>.F64 <Sd>, <Dm>

if size == '00"'" || (size == '01' && !HaveFPlo6Ext()) then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '0');
d = UInt(vd:D);
case size of
when '0l1' esize 16; m = UInt(Vm:M);
when '10' esize 32; m = UInt(Vm:M);
when '1ll' esize = 64; m = UInt(M:Vm);

T1

15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

111111 10 1|/D[1 1 1]1]0 0] Vd [1 0[!=00]op|1[M][O] Vm |
RM size
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Half-precision scalar (size == 01)
(ARMVS.2)

VCVTA{<g>}.<dt>.F1l6 <Sd>, <Sm>

Single-precision scalar (size == 10)

VCVTA{<g>}.<dt>.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VCVTA{<g>}.<dt>.F64 <Sd>, <Dm>

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '0');

d = UInt (Vd:D);

case size of
when '01' esize 16; m = UInt (Vm:M) ;
when '10' esize = 32; m = UInt (Vm:M);
when 'll' esize = 64; m = UInt{MVm)} 7

+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<g> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the destination, encoded in “op™:

op <dt>

0 u32

1 S32
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled(TRUE) ;
case esize of

when 16
S[d] = FPToFixed(S[m]<15:0>, 0, unsigned, FPSCR, rounding);
when 32
S[d] = FPToFixed(S[m], 0, unsigned, FPSCR, rounding);
when 64
S[d] = FPToFixed(D[m], 0, unsigned, FPSCR, rounding);
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Vector Convert floating-point to integer with Round towards -Infinity converts each element in a vector from floating-point to integer using the
Round towards -Infinity rounding mode, and places the results in a second vector.

The operand vector elements are floating-point numbers.

The result vector elements are 32-bit integers. Signed and unsigned integers are distinct.
Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is

executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced

SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11110 0 1 1 1|D[1 1]size |1 1] Vd [o[o]1 1]oplQ@[M][O] Vm
RM
64-bit SIMD vector (Q == 0)
VCVTIM{<g>}.<dt>.<dt2> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VCVTM{<g>}.<dt>.<dt2> <Qd>, <Qm>
if Q == '1' && (Vd<0> == '1' || Vm<0> == '1') then UNDEFINED;
if (size == '01' && !HaveFPl6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;
rounding = FPDecodeRM(RM); unsigned = (op == '1"');
case size of
when '01' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UInt(M:Vm); regs = if Q == '0' then 1 else 2;
T
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1
[1 1111 1 1 1 1][D[1 1]size [1 1] vd [o]Jo]1 1]op]lQ|M]O] Vm
RM
64-bit SIMD vector (Q == 0)
VCVTM{<g>}.<dt>.<dt2> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VCVTM{<g>}.<dt>.<dt2> <Qd>, <Qm>
ifif Q == '"1' && (Vd<0> == '"1"' | Vm<d> == '"1") then UNDSFINED;
if (size == 1011 g¢ 1| TnITBlock() then UNPREDICTABLE;
if Q == '"1l' && (Vd<0> == '1' || Vm<O0> == '1l') then UNDEFINED;
if (size == '01' && !HaveFPl6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '1');
case size of
when '0l' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = Ulnt{M:Vm); regs — +£ O —'0' then | else 2
if IntTBleock (M:Vm) ; regs = if Q == '0' then 1 else 2; -
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CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
+ The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the destination, encoded in “op”:
op <dt>
0 532
1 U32
<dt2> Is the data type for the elements of the source vector, encoded in “size”:

size <dt2>

01 Fl6

10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.

Operation

EncodingSpecificOperations (); CheckAdvSIMDEnabled() ;
bits (esize) result;

for r = 0 to regs-1
for e = 0 to elements-1
Elem([D[d+r],e,esize] = FPToFixed(Elem[D[m+r],e,esize], 0, unsigned,
StandardFPSCRValue (), rounding);
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VCVTM (floating-point)

Convert floating-point to integer with Round towards -Infinity converts a value in a register from floating-point to a 32-bit integer using the
Round towards -Infinity rounding mode, and places the result in a second register.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 &5 4 3 2 1 O

11111110 1[D[1 1 1[1[1 1] vd |1 0]!=00]op|1]|M]O] Vm |
RM size

Half-precision scalar (size == 01)
(ARMvS.2)

VCVTM{<g>}.<dt>.F16 <Sd>, <Sm>

Single-precision scalar (size == 10)

VCVTM{<g>}.<dt>.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VCVTM{<g>}.<dt>.F64 <Sd>, <Dm>

if size == '00"'" || (size == '01' && !HaveFPlo6Ext()) then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '0');
d = UInt(vd:D);
case size of
when '0l1' esize 16; m = UInt(Vm:M);
when '10' esize 32; m = UInt(Vm:M);
when '1ll' esize = 64; m = UInt(M:Vm);

T1

15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

111 1 11 10 1|/D[1 1 1][1]1 1] Vd [1 0[!=00]op|1[M][O] Vm |
RM size
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Half-precision scalar (size == 01)
(ARMVS.2)

VCVTM{<g>}.<dt>.F1l6 <Sd>, <Sm>

Single-precision scalar (size == 10)

VCVTM{<g>}.<dt>.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VCVTM{<g>}.<dt>.F64 <Sd>, <Dm>

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '0');

d = UInt (Vd:D);

case size of
when '01' esize 16; m = UInt (Vm:M) ;
when '10' esize = 32; m = UInt (Vm:M);
when 'll' esize = 64; m = UInt{MVm)} 7

+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<g> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the destination, encoded in “op™:

op <dt>

0 u32

1 S32
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled(TRUE) ;
case esize of

when 16
S[d] = FPToFixed(S[m]<15:0>, 0, unsigned, FPSCR, rounding);
when 32
S[d] = FPToFixed(S[m], 0, unsigned, FPSCR, rounding);
when 64
S[d] = FPToFixed(D[m], 0, unsigned, FPSCR, rounding);
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Vector Convert floating-point to integer with Round to Nearest converts each element in a vector from floating-point to integer using the Round
to Nearest rounding mode, and places the results in a second vector.

The operand vector elements are floating-point numbers.
The result vector elements are 32-bit integers. Signed and unsigned integers are distinct.
Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is

executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced

SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11110 0 1 1 1|D[1 1]size |1 1] Vd [o[o]0 1]oplQ@[M][O] Vm
RM
64-bit SIMD vector (Q == 0)
VCVTIN{<g>}.<dt>.<dt2> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VCVTIN{<g>}.<dt>.<dt2> <Qd>, <Qm>
if Q == '1' && (Vd<0> == '1' || Vm<0> == '1') then UNDEFINED;
if (size == '01' && !HaveFPl6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;
rounding = FPDecodeRM(RM); unsigned = (op == '1"');
case size of
when '01' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UInt(M:Vm); regs = if Q == '0' then 1 else 2;
T
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1
[1 1111 1 1 1 1][D[1 1]size [1 1] vd [o]Jo]o 1]op]lQ]|M]O] Vm
RM
64-bit SIMD vector (Q == 0)
VCVTIN{<g>}.<dt>.<dt2> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VCVTN{<g>}.<dt>.<dt2> <Qd>, <Qm>
ifif Q == '"1' && (Vd<0> == '"1"' | Vm<d> == '"1") then UNDSFINED;
if (size == 1011 g¢ 1| TnITBlock() then UNPREDICTABLE;
if Q == '"1l' && (Vd<0> == '1' || Vm<O0> == '1l') then UNDEFINED;
if (size == '01' && !HaveFPl6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '1');
case size of
when '0l' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = Ulnt{M:Vm); regs — +£ O —'0' then | else 2
if IntTBleock (M:Vm) ; regs = if Q == '0' then 1 else 2; -
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CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
+ The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the destination, encoded in “op”:
op <dt>
0 532
1 U32
<dt2> Is the data type for the elements of the source vector, encoded in “size”:

size <dt2>

01 Fl6

10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.

Operation

EncodingSpecificOperations (); CheckAdvSIMDEnabled() ;
bits (esize) result;

for r = 0 to regs-1
for e = 0 to elements-1
Elem([D[d+r],e,esize] = FPToFixed(Elem[D[m+r],e,esize], 0, unsigned,
StandardFPSCRValue (), rounding);
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VCVTN (floating-point)

Convert floating-point to integer with Round to Nearest converts a value in a register from floating-point to a 32-bit integer using the Round to
Nearest rounding mode, and places the result in a second register.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 &5 4 3 2 1 O

11111110 1[D[1 1 1[1][0 1] vd |1 0]!=00]op|1]|M]O] Vm |
RM size

Half-precision scalar (size == 01)
(ARMvS.2)

VCVIN{<g>}.<dt>.F16 <Sd>, <Sm>

Single-precision scalar (size == 10)

VCVTIN{<g>}.<dt>.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VCVTN{<g>}.<dt>.F64 <Sd>, <Dm>

if size == '00"'" || (size == '01' && !HaveFPlo6Ext()) then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '0');
d = UInt(vd:D);
case size of
when '0l1' esize 16; m = UInt(Vm:M);
when '10' esize 32; m = UInt(Vm:M);
when '1ll' esize = 64; m = UInt(M:Vm);

T1

15 14 13 12 11 10 9 8
11111110

7
1

o

3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 O
111]/0 1] vd [1 0[!1=00]op[1|M]|O] Vm |

RM size

6 5 4
[D[1 1 1]
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Half-precision scalar (size == 01)
(ARMVS.2)

VCVTN{<g>}.<dt>.F1l6 <Sd>, <Sm>

Single-precision scalar (size == 10)

VCVIN{<g>}.<dt>.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VCVTN{<g>}.<dt>.F64 <Sd>, <Dm>

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '0');

d = UInt (Vd:D);

case size of
when '01' esize 16; m = UInt (Vm:M) ;
when '10' esize = 32; m = UInt (Vm:M);
when 'll' esize = 64; m = UInt{MVm)} 7

+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<g> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the destination, encoded in “op™:

op <dt>

0 u32

1 S32
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled(TRUE) ;
case esize of

when 16
S[d] = FPToFixed(S[m]<15:0>, 0, unsigned, FPSCR, rounding);
when 32
S[d] = FPToFixed(S[m], 0, unsigned, FPSCR, rounding);
when 64
S[d] = FPToFixed(D[m], 0, unsigned, FPSCR, rounding);
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Vector Convert floating-point to integer with Round towards +Infinity converts each element in a vector from floating-point to integer using the
Round towards +Infinity rounding mode, and places the results in a second vector.

The operand vector elements are floating-point numbers.

The result vector elements are 32-bit integers. Signed and unsigned integers are distinct.
Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is

executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced

SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11110 0 1 1 1|D[1 1]size |1 1] Vd [o[o]1 OloplQ@[M][O] Vm
RM
64-bit SIMD vector (Q == 0)
VCVTP{<g>}.<dt>.<dt2> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VCVTP{<g>}.<dt>.<dt2> <Qd>, <Qm>
if Q == '1' && (Vd<0> == '1' || Vm<0> == '1') then UNDEFINED;
if (size == '01' && !HaveFPl6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;
rounding = FPDecodeRM(RM); unsigned = (op == '1"');
case size of
when '01' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UInt(M:Vm); regs = if Q == '0' then 1 else 2;
T
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1
[1 1111 1 1 1 1][D[1 1]size [1 1] vd [o]o]1 oJop]lQ|M]O] Vm
RM
64-bit SIMD vector (Q == 0)
VCVTP{<g>}.<dt>.<dt2> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VCVTP{<g>}.<dt>.<dt2> <Qd>, <Qm>
ifif Q == '"1' && (Vd<0> == '"1"' | Vm<d> == '"1") then UNDSFINED;
if (size == 1011 g¢ 1| TnITBlock() then UNPREDICTABLE;
if Q == '"1l' && (Vd<0> == '1' || Vm<O0> == '1l') then UNDEFINED;
if (size == '01' && !HaveFPl6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '1');
case size of
when '0l' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = Ulnt{M:Vm); regs — +£ O —'0' then | else 2
if IntTBleock (M:Vm) ; regs = if Q == '0' then 1 else 2; -
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CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
+ The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the destination, encoded in “op”:
op <dt>
0 532
1 U32
<dt2> Is the data type for the elements of the source vector, encoded in “size”:

size <dt2>

01 Fl6

10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.

Operation

EncodingSpecificOperations (); CheckAdvSIMDEnabled() ;
bits (esize) result;

for r = 0 to regs-1
for e = 0 to elements-1
Elem([D[d+r],e,esize] = FPToFixed(Elem[D[m+r],e,esize], 0, unsigned,
StandardFPSCRValue (), rounding);
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VCVTP (floating-point)

Convert floating-point to integer with Round towards +Infinity converts a value in a register from floating-point to a 32-bit integer using the
Round towards +Infinity rounding mode, and places the result in a second register.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 &5 4 3 2 1 O

11111110 1[D[1 1 1]1][1 0] vd |1 0]!=00]op|1]|M]O] Vm |
RM size

Half-precision scalar (size == 01)
(ARMvS.2)

VCVTP{<g>}.<dt>.F16 <Sd>, <Sm>

Single-precision scalar (size == 10)

VCVTP{<g>}.<dt>.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VCVTP{<g>}.<dt>.F64 <Sd>, <Dm>

if size == '00"'" || (size == '01' && !HaveFPlo6Ext()) then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '0');
d = UInt(vd:D);
case size of
when '0l1' esize 16; m = UInt(Vm:M);
when '10' esize 32; m = UInt(Vm:M);
when '1ll' esize = 64; m = UInt(M:Vm);

T1

15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

1111 11 10 1|/D[1 1 1][1]1 0] Vd [1 0[!=00]op|1[M][O] Vm |
RM size
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Half-precision scalar (size == 01)
(ARMVS.2)

VCVTP{<g>}.<dt>.F1l6 <Sd>, <Sm>

Single-precision scalar (size == 10)

VCVTP{<g>}.<dt>.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VCVTP{<g>}.<dt>.F64 <Sd>, <Dm>

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM(RM); wunsigned = (op == '0');

d = UInt (Vd:D);

case size of
when '01' esize 16; m = UInt (Vm:M) ;
when '10' esize = 32; m = UInt (Vm:M);
when 'll' esize = 64; m = UInt{MVm)} 7

+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<g> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the destination, encoded in “op™:

op <dt>

0 u32

1 S32
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled(TRUE) ;
case esize of

when 16
S[d] = FPToFixed(S[m]<15:0>, 0, unsigned, FPSCR, rounding);
when 32
S[d] = FPToFixed(S[m], 0, unsigned, FPSCR, rounding);
when 64
S[d] = FPToFixed(D[m], 0, unsigned, FPSCR, rounding);
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VDIV

Divide divides one floating-point value by another floating-point value and writes the result to a third floating-point register.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0

| =111 |1 1 1 o[1]D|0 O] Vn | vd [1 0] size [N[O[M][O] Vm |
cond

Half-precision scalar (size == 01)
(ARMvS.2)

VDIV{<c>}{<g>}.Fl6 {<Sd>,} <Sn>, <Sm>

Single-precision scalar (size == 10)

VDIV{<c>}{<g>}.F32 {<Sd>,} <Sn>, <Sm>

Double-precision scalar (size == 11)

VDIV{<c>}{<q>}.F64 {<Dd>,} <Dn>, <Dm>

if FPSCR.Len != '000' || FPSCR.Stride != '00' then UNDEFINED;
if size == '00"' || (size == '01' && !HaveFPl6Ext ()) then UNDEFINED;
if size == '01' && cond != '1110' then UNPREDICTABLE;

case size of

when '0l' esize = 16; d = UInt(Vd:D); n = UInt(Vn:N); m = UInt(Vm:M);
when '10' esize = 32; d = UInt(Vd:D); n = UInt(Vn:N); m = UInt(Vm:M);
when '1ll' esize = 64; d = UInt(D:Vd); n = UInt(N:Vn); m = UInt (M:Vm);

CONSTRAINED UNPREDICTABLE behavior

Ifsize == '01' && cond != '1110", then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

T1

15 14 13 12 11 10 9

8 3 2 1 0 15 14 13 12 11 10 9 8 7 6 &5 4 3 2 1 0
17110111 0]

4
0] Vn | vd |1 0] size [INJOo[M]O] Vm |
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Half-precision scalar (size == 01)

(ARMVS.2)

VDIV{<c>}{<g>}.Fl6 {<Sd>,} <Sn>, <Sm>

Single-precision scalar (size == 10)

VDIV{<c>}{<g>}.F32 {<Sd>,} <Sn>, <Sm>

Double-precision scalar (size == 11)

VDIV{<c>}{<g>}.F64 {<Dd>,} <Dn>, <Dm>

if size == '01' && ! : L
if si == 100" || {(si == 101" && | HaveFPl6Ext () )—then UNDERINED;
if si — 101" §& TnITBlock () then UNPREDICTABLE;
if FPSCR.Len != '000'" || FPSCR.Stride != '00' then UNDEFINED;
if size == '00" || (size == '01' && !HaveFPl6Ext ()) then UNDEFINED;
—+then UNPREDICTARLE;
case size of
when '01' esize = 16; d = UInt(Vd:D); = UInt (Vn:N); m = UInt(Vm:M);

UInt (Vn:N); m = UInt (Vm:M);

n
when '10' esize = 32; d UInt (Vd:D); n
n = UInt (N:Vn); m = UInt (M:Vm) ;

when 'l1l' esize = 64; d = UInt(D:Vd);

CONSTRAINED UNPREDICTABLE behavior

Ifsize == '01' && InITBlock (), then one of the following behaviors must occur:

The instruction is UNDEFINED.
The instruction executes as if it passes the Condition code check.
The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<c> See Standard assembler syntax fields.

<q> See Standard assembler syntax fields.

<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sn> Is the 32-bit name of the first SIMD&FP source register, encoded in the "Vn:N" field.
<Sm> Is the 32-bit name of the second SIMD&FP source register, encoded in the "Vm:M" field.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dn> Is the 64-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field.
<Dm> Is the 64-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field.
Operation

if

ConditionPassed () then
EncodingSpecificOperations(); CheckVFPEnabled (TRUE) ;
case esize of

when 16

S[d] = Zeros(16) : FPDiv(S[n]<15:0>, S[m]<15:0>, FPSCR);
when 32

S[d] = FPDiv(S[n], S[m], FPSCR);
when 64

D[d] = FPDiv(D[n], D[m], FPSCR);
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VINS

Vector move Insertion. This instruction copies the lower 16 bits of the 32-bit source SIMD&FP register into the upper 16 bits of the 32-bit
destination SIMD&FP register, while preserving the values in the remaining bits.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
(ARMvS.2)
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
11111110 1|/D[1 1 0 0 0 0] Vd [1 o[1 of[1][1[m][o0] Vm |
A1
VINS{<g>}.Fl6 <Sd>, <Sm>

if 'HaveFPl6Ext () then UNDEFINED;

if FPSCR.Len != '000' || FPSCR.Stride != '00' then UNDEFINED;

d = UInt(Vd:D); m = UInt (Vm:M);
T1
(ARMvS.2)
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11111110 1|/D[1 10 0 0 0] Vd [1 o[1 o[1]1[m[o0] Vm |

T1

VINS{<g>}.Fl6 <Sd>, <Sm>

ifif HoveFPRleEsxt{)—+then UNDEFINED;
; 5 T.. 11— TAAAY :

#£-TInITBlock () then UNPREDICTABLE;
if !HaveFPl6Ext () then UNDEFINED;
if FPSCR.Len != '000' || FPSCR.Stride != '00' then UNDEFINED;

—then UNPREDICTARLE
d = UInt(Vd:D); m = UInt (Vm:M);

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

* The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<gq> See Standard assembler syntax fields.
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
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Operation

if ConditionPassed() then
EncodingSpecificOperations(); CheckVFPEnabled (TRUE) ;
S[d] = S[m]<15:0> : S[d]<15:0>;
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VLD4 (multiple 4-element structures)

Load multiple 4-element structures to four registers loads multiple 4-element structures from memory into four registers, with de-interleaving.
For more information, see Element and structure load/store instructions. Every element of each register is loaded. For details of the addressing
mode see Advanced SIMD addressing mode.

Depending on settings in the CPACR, NSACR, and HCPTR registers, and the security state and mode in which the instruction is executed, an
attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced SIMD and
floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 &5 4 3 2 1 O

/171110100 0[D[1]0] Rn | vd |0 0 0 x| size | align | Rm |
type

Offset (Rm == 1111)

VLD4 {<c>} {<g>}.<size> <list>, [<Rn>{:<align>}]

Post-indexed (Rm == 1101)

VLD4 {<c>}{<g>}.<size> <list>, [<Rn>{:<align>}]!

Post-indexed (Rm !=11x1)

VLD4 {<c>}{<g>}.<size> <list>, [<Rn>{:<align>}], <Rm>

case type of

when '0000'
inc = 1;
when '0001"'
inc = 2;
otherwise
SEE "Related encodings";
if size == 'l1' then UNDEFINED;
alignment = if align == '00' then 1 else 4 << Ulnt(align);

ebytes = 1 << Ulnt(size); elements = 8 DIV ebytes;

d = UInt(D:Vd); d2 = d + inc; d3 = d2 + inc; d4 = d3 + inc; n = UInt(Rn); m = UInt(Rm);
wback = (m != 15); register index = (m != 15 && m != 13);

if n == 15 || d4 > 31 then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

Ifd4 > 31, then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as NOP.

* One or more of the SIMD and floating-point registers are UNKNOWN. If the instruction specifies writeback, the base register becomes
UNKNOWN. This behavior does not affect any general-purpose registers.

T1

15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 O

17111100 1 0[D[1]0] Rn | vd |0 0 0 x| size | align | Rm |
type
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Offset (Rm == 1111)

VLD4 {<c>}{<g>}.<size> <list>, [<Rn>{:<align>}]
Post-indexed (Rm == 1101)

VLD4 {<c>}{<g>}.<size> <list>, [<Rn>{:<align>}]!
Post-indexed (Rm != 11x1)

VLD4 {<c>} {<g>}.<size> <list>, [<Rn>{:<align>}], <Rm>

case type of

when '0000'
inc = 1;
when '0001'
inc = 2;
otherwise
SEE "Related encodings";
if size == '11' then UNDEFINED;
alignment = if align == '00' then 1 else 4 << Ulnt(align);

ebytes = 1 << Ulnt(size); elements = 8 DIV ebytes;

d = UInt(D:Vd); d2 =d + inc; d3 = d2 + inc; d4 = d3 + inc; n = UInt(Rn); m = UInt (Rm);
wback = (m != 15); register index = (m != 15 && m != 13);

if n == 15 || d4 > 31 then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

Ifd4 > 31, then one of the following behaviors must occur:

* The instruction is UNDEFINED.
+ The instruction executes as NOP.

One or more of the SIMD and floating-point registers are UNKNOWN. If the instruction specifies writeback, the base register becomes
UNKNOWN. This behavior does not affect any general-purpose registers.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors, and particularly: VLD4 (multiple 4-element structures).

Related encodings: See Advanced SIMD element or structure load/store for the T32 instruction set, or Advanced SIMD element or structure load/
store for the A32 instruction set.

Assembler Symbols

<c> For encoding A1l: see Standard assembler syntax fields. This encoding must be unconditional.

For encoding T1: see Standard assembler syntax fields.

<q> See Standard assembler syntax fields.
<size> Is the data size, encoded in “size”:

size <size>

00 8

01 16

10 32

11 RESERVED

<list> Is a list containing the 64-bit names of the SIMD&FP registers.
The list must be one of:
{ <Dd>, <Dd+1>, <Dd+2>, <Dd+3> }
Single-spaced registers, encoded in the "type" field as 0b0000.

{ <Dd>, <Dd+2>, <Dd+4>, <Dd+6> }
Double-spaced registers, encoded in the "type" field as 0b0001.

The register <Dd> is encoded in the "D:Vd" field.

<Rn> Is the general-purpose base register, encoded in the "Rn" field.
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<align>

<Rm>

Is the optional alignment.

Whenever <align> is omitted, the standard alignment is used, see Unaligned data access, and is encoded in the "align" field
as 0b00.

Whenever <align> is present, the permitted values are:

64

64-bit alignment, encoded in the "align" field as 0bO1.
128

128-bit alignment, encoded in the "align" field as Ob10.
256

256-bit alignment, encoded in the "align" field as Ob11.

: is the preferred separator before the <align> value, but the alignment can be specified as @<align>, see Advanced SIMD
addressing mode.

Is the general-purpose index register containing an offset applied after the access, encoded in the "Rm" field.

For more information about the variants of this instruction, see Advanced SIMD addressing mode.

Operation

if ConditionPassed () then

EncodingSpecificOperations(); CheckAdvSIMDEnabled();
address = R[n]; iswrite = FALSE;

AArch32.CheckAlignment (address, alignment, AccType VEC, iswrite);

for e = 0 to elements-1
Elem([D[d], e] = MemU[address,ebytes];
Elem([D[d2],e] = MemU[address+ebytes,ebytes];
Elem([D[d3],e] = MemU[address+2*ebytes,ebytes];
Elem([D[d4],e] = MemU[address+3*ebytes,ebytes];
address = address + 4*ebytes;

if wback then

if register index then
R[n] = R[n] + R[m];

else
R[n] = R[n] + 32;
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VLDR (immediate)

Load SIMD&FP register (immediate) loads a single register from the Advanced SIMD and floating-point register file, using an address from a
general-purpose register, with an optional offset.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 O
| =111 |1 1 of[1]Ju[DJo[1] =111 | vd |1 0] size | imm8

cond Rn

Half-precision scalar (size == 01)
(ARMvS.2)

VLDR{<c>}{<g>}.16 <Sd>, [<Rn> {, #{+/-}<imm>}]

Single-precision scalar (size == 10)

VLDR{<c>}{<g>}{.32} <Sd>, [<Rn> {, #{+/-}<imm>}]

Double-precision scalar (size == 11)

VLDR{<c>}{<g>}{.64} <Dd>, [<Rn> {, #{+/-}<imm>}]

if size == '00"'" || (size == '01' && !HaveFPlo6Ext()) then UNDEFINED;

if size == '01' && cond != '1110' then UNPREDICTABLE;

esize = 8 << UlInt(size); add = (U == '1");

imm32 = if esize == 16 then ZeroExtend(imm8:'0', 32) else ZeroExtend (imm8:'00', 32);

case size of
when '01' d = UInt(Vvd:D);
when '10' d UInt (Vd:D) ;
when '11' d UInt (D:Vd) ;
n = UInt (Rn);

CONSTRAINED UNPREDICTABLE behavior

Ifsize == '01' && cond != '1110", then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

T1
15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 O
1110 1 1 o[1]u[D]o[1] =111 | vd |1 0] size | imm8

Rn
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Half-precision scalar (size == 01)
(ARMVS.2)

VLDR{<c>}{<g>}.16 <Sd>, [<Rn> {, #{+/-}<imm>}]

Single-precision scalar (size == 10)

VLDR{<c>}{<g>}{.32} <Sd>, [<Rn> {, #{+/-}<imm>}]

Double-precision scalar (size == 11)

VLDR{<c>}{<g>}{.64} <Dd>, [<Rn> {, #{+/-}<imm>}]

if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;

if size == '01' && InITBlock() then UNPREDICTABLE;

esize = 8 << Ulnt(size); add = (U == '1");

imm32 = if esize == 16 then ZeroExtend(imm8:'0', 32) else ZeroExtend (imm8:'00', 32);

case size of
when '01' d = UInt (Vd:D);
when '10' d UInt (Vd:D) ;
when '1l1l' d = UlInt(D:Vd);
n = UInt (Rn);

CONSTRAINED UNPREDICTABLE behavior

Ifsize == '01' && InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<c> See Standard assembler syntax fields.
<q> See Standard assembler syntax fields.
.64 Is an optional data size specifier for 64-bit memory accesses that can be used in the assembler source code, but is otherwise
ignored.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
.32 Is an optional data size specifier for 32-bit memory accesses that can be used in the assembler source code, but is otherwise
ignored.
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Rn> Is the general-purpose base register, encoded in the "Rn" field.
+/- Specifies the offset is added to or subtracted from the base register, defaulting to + if omitted and encoded in “U”:
U +/-
O —
1 +
<imm> For the single-precision scalar or double-precision scalar variants: is the optional unsigned immediate byte offset, a multiple

of 42, in the range 0 to 1020548, defaulting to 0, and encoded in the "imm8" field as <imm>/4.2;

For the half-precision scalar variant: is the optional unsigned immediate byte offset, a multiple of 24, in the range 0 to
5104028, defaulting to 0, and encoded in the "imm8" field as <imm>/2.4z
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Operation

if ConditionPassed() then
EncodingSpecificOperations(); CheckVFPEnabled (TRUE) ;
base = if n == 15 then Align(PC,4) else R[n];
address = if add then (base + imm32) else (base - imm32);
case esize of

when 16

S[d] = Zeros(16) : MemA[address,2];
when 32

S[d] = MemA[address,4];
when 64

wordl = MemA[address,4]; word2 = MemA[address+4,4];
// Combine the word-aligned words in the correct order for current endianness.
D[d] = if BigEndian() then wordl:word2 else word2:wordl;

Internal version only: isa v00_763080=74, pseudocode v33.1 ; Build timestamp: 2017-09-26T15:103%32:2

Copyright © 2010-2017 ARM Limited or its affiliates. All rights reserved. This document is Non-Confidential.

ISA v83A AArch32 xml 0Obet4 htmldiff from- (new)
(old) ISA v83A AArch32 xml OObet4 ISA v83A AArch32 xml 0Obet5

VLDR (immediate) Page 87


ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.ConditionPassed.0
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.CheckVFPEnabled.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.Align.2
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.R.read.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.S.write.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.Zeros.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.MemA.read.2
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.S.write.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.MemA.read.2
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.MemA.read.2
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.MemA.read.2
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.D.write.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.BigEndian.0
ISA_v83A_AArch32_xml_00bet4/xhtml/vldr_i.html
ISA_v83A_AArch32_xml_00bet4/xhtml/vldr_i.html
ISA_v83A_AArch32_xml_00bet5/xhtml/vldr_i.html
ISA_v83A_AArch32_xml_00bet5/xhtml/vldr_i.html

ISA v83A AArch32 xml 0Obet4 htmldiff from- (new)
(old) ISA v83A AArch32 xml OObet4 TISA v83A AArch32 xml 00bet5

VLDR (literal)

Load SIMD&FP register (literal) loads a single register from the Advanced SIMD and floating-point register file, using an address from the PC
value and an immediate offset.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 O
| =111 |1 1 of[1Ju[DJo[1[1 1 1 1] vd |1 0] size | imm8

cond Rn

Half-precision scalar (size == 01)
(ARMvS.2)

VLDR{<c>}{<g>}.1l6 <Sd>, <label>

VLDR{<c>}{<g>}.16 <Sd>, [PC, #{+/-}<imm>]

Single-precision scalar (size == 10)

VLDR{<c>}{<g>}{.32} <Sd>, <label>

VLDR{<c>}{<g>}{.32} <sSd>, [PC, #{+/-}<imm>]

Double-precision scalar (size == 11)

VLDR{<c>}{<g>}{.64} <Dd>, <label>

VLDR{<c>}{<g>}{.64} <Dd>, [PC, #{+/-}<imm>]

if size == '00"' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;

if size == '01' && cond != '1110' then UNPREDICTABLE;

esize = 8 << UlInt(size); add = (U == '1");

imm32 = if esize == 16 then ZeroExtend(imm8:'0', 32) else ZeroExtend (imm8:'00', 32);

case size of
when '01' d = UInt(Vvd:D);
when '10' d UInt (Vd:D) ;
when '11' d UInt (D:Vd) ;
n = UInt (Rn);

CONSTRAINED UNPREDICTABLE behavior

Ifsize == '01' && cond != '1110", then one of the following behaviors must occur:
 The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

T1

15 14 13 12 11 10 9 8 7 6
1110 1 1 o0]1]ulD]

3 2 1 0 15 14 13 12 11 10 9 8 7 6 &5 4 3 2 1 0
11 1 1] vd |1 0] size | imm8
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Half-precision scalar (size == 01)

(ARMVS.2)

VLDR{<c>}{<g>}.1l6 <Sd>, <label>

VLDR{<c>}{<g>}.16 <sd>, [PC, #{+/-}<imm>]

Single-precision scalar (size == 10)

VLDR{<c>}{<g>}{.32} <Sd>, <label>

VLDR{<c>}{<g>}{.32} <Sd>, [PC, #{+/-}<imm>]

Double-precision scalar (size == 11)

VLDR{<c>}{<g>}{.64} <Dd>, <label>

VLDR{<c>}{<g>}{.64} <Dd>, [PC, #{+/-}<imm>]

if size
if size
esize =
imm32 =

== '00" || (size == '0l1l' && !HaveFPl6Ext()) then UNDEFINED;

== '01" && InITBlock() then UNPREDICTABLE;

8 << UInt(size); add = (U == "'1");

if esize == 16 then ZeroExtend(imm8:'0', 32) else ZeroExtend(imm8:'00', 32);

case size of

when
when
when

'01l' d = UInt(Vd:D);
'10' d
'11" d = UInt(D:Vd);

Ulnt (Vd:D) ;

n = UInt (Rn);

CONSTRAINED UNPREDICTABLE behavior

If size ==

'01' && InITBlock (), then one of the following behaviors must occur:

e The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<c>
<q>

.64

<Dd>
32

<Sd>

<label>

+/-

<imm>

See Standard assembler syntax fields.
See Standard assembler syntax fields.

Is an optional data size specifier for 64-bit memory accesses that can be used in the assembler source code, but is otherwise
ignored.

Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.

Is an optional data size specifier for 32-bit memory accesses that can be used in the assembler source code, but is otherwise
ignored.

Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.

The label of the literal data item to be loaded.
For the single-precision scalar or double-precision scalar variants: the assembler calculates the required value of the offset
from the Align(PC, 4) value of the instruction to this label. Permitted values are multiples of 4 in the range -1020 to 1020.

For the half-precision scalar variant: the assembler calculates the required value of the offset from the Align(PC, 42) value
of the instruction to this label. Permitted values are multiples of 2 in the range -510 to 510.

If the offset is zero or positive, imm32 is equal to the offset and add == TRUE.
If the offset is negative, imm32 is equal to minus the offset and add == FALSE.
Specifies the offset is added to or subtracted from the base register, defaulting to + if omitted and encoded in “U”:
U +/-
O —
1 +

For the single-precision scalar or double-precision scalar variants: is the optional unsigned immediate byte offset, a multiple
of 42, in the range 0 to 1020548, defaulting to 0, and encoded in the "imm8" field as <imm>/4.2;
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For the half-precision scalar variant: is the optional unsigned immediate byte offset, a multiple of 24, in the range 0 to
5104028, defaulting to 0, and encoded in the "imm8" field as <imm>/2.4z

The alternative syntax permits the addition or subtraction of the offset and the immediate offset to be specified separately, including permitting a
subtraction of 0 that cannot be specified using the normal syntax. For more information, see Use of labels in UAL instruction syntax.

Operation

if ConditionPassed () then
EncodingSpecificOperations(); CheckVFPEnabled (TRUE) ;

base = if n == 15 then Align(PC,4) else R[n];
address = if add then (base + imm32) else (base - imm32);
case esize of
when 16
S[d] = Zeros(16) : MemA[address,2];
when 32
S[d] = MemA[address,4];
when 64

wordl = MemA[address,4]; word2 = MemA[address+4,4];
// Combine the word-aligned words in the correct order for current endianness.
D[d] = if BigEndian() then wordl:word2 else word2:wordl;
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VMAXNM

This instruction determines the floating-point maximum number.
It handles NaNs in consistence with the IEEE754-2008 specification. It returns the numerical operand when one operand is numerical and the
other is a quiet NaN, but otherwise the result is identical to floating-point VMAX.

This instruction is not conditional.

It has encodings from the following instruction sets: A32 ( Al and A2 )and T32 (Tl and T2).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

[11 11 0 0 1]1]o[DJo][sz] Vn | vd [1 1 1 1[N]Q[M] 1] Vm |
op

64-bit SIMD vector (Q == 0)

VMAXNM{<g>}.<dt> <Dd>, <Dn>, <Dm>

128-bit SIMD vector (Q == 1)

VMAXNM{<g>}.<dt> <Qd>, <Qn>, <Qm>

if Q == '"1'" && (VA<O0> == '1' || Vn<0> == '1]' || Vm<O0> == '1"') then UNDEFINED;
if sz == '1l' && !HaveFPl6Ext () then UNDEFINED;
maximum = (op == '0'");

advsimd = TRUE;
case sz of

when '0' esize = 32; elements = 2;
when 'l' esize = 16; elements = 4;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt(M:Vm); regs = if Q == '0' then 1 else 2;
A2
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11111110 1|/D[0 0] Vn | Vd [1 o[!=00|N[O[M][O] Vm |
size op
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Half-precision scalar (size == 01)
(ARMVS.2)

VMAXNM{<g>}.F16 <Sd>, <Sn>, <Sm> // (Cannot be conditional)

Single-precision scalar (size == 10)

VMAXNM{<g>}.F32 <Sd>, <Sn>, <Sm> // (Cannot be conditional)

Double-precision scalar (size == 11)

T1

15

VMAXNM{<g>}.F64 <Dd>, <Dn>, <Dm> // (Cannot be conditional)

if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
advsimd = FALSE;
maximum = (op == '0"');

case size of
when '01' esize 16; d UInt (Vd:D); n
when '10' esize = 32; d UInt (Vd:D); n
when 'l1l' esize = 64; d = UInt(D:Vd); n

UInt (Vn:N); m UInt (Vm:M) ;
UInt (Vn:N); m = UInt (Vm:M);
= UInt (N:Vn); m = UInt (M:Vm);

14 13 12 11 10 9 8

5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4

[ 1

7 6
1 111 1 1 1 o|D]o]sz] Vn | vd [1 1 1 1|NJQ|M]1]

64-bit SIMD vector (Q == 0)

VMAXNM{<g>}.<dt> <Dd>, <Dn>, <Dm>

128-bit SIMD vector (Q == 1)

VMAXNM{<g>}.<dt> <Qd>, <Qn>, <Qm>

< (A<D == 171 L1 \In<O == 171 | | \J; == 171
V& =5 T H =5 T

& L ITnITBlock () then UNPREDICTABLE;
&& (Vd<0> == '1' || Vn<0> == '1' || Vm<0> == '1') then UNDEFINED;
&& !'HaveFPloExt () then UNDEFINED;
maximum = (op == '0');
advsimd = TRUE;
case sz of
when '0' esize 32; elements 28
when 'l' esize = 16; elements 4;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt{M:Vm);+ regs — £ O — '0' then 1 €15

£ TIntTBleck (M:Vm); regs = if == '0' then 1 else 2;4)—then UNPREDICTABTIE

CONSTRAINED UNPREDICTABLE behavior

T2

15 14 13 12 11 10 9

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

3 2 1 0 15 14 13 12 11 10 9 8 7 6

5 4

[ 1

8 7 6 5
1111110 1]D|oO

4
0 | Vn | Vd [1 o[!=00|N|O[M[O]

size op
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Half-precision scalar (size == 01)
(ARMVS.2)

VMAXNM{<g>}.F16 <Sd>, <Sn>, <Sm> // (Not permitted in IT block)

Single-precision scalar (size == 10)

VMAXNM{<g>}.F32 <Sd>, <Sn>, <Sm> // (Not permitted in IT block)

Double-precision scalar (size == 11)

VMAXNM{<g>}.F64 <Dd>, <Dn>, <Dm> // (Not permitted in IT block)

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
advsimd = FALSE;

maximum = (op == '0"');

case size of
when '01' esize = 16; d UInt (Vd:D); n
when '10' esize = 32; d UInt (Vd:D); n
when 'l1l' esize = 64; d = UInt(D:Vd); n
+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

UInt (Vn:N); m UInt (Vm:M) ;
UInt (Vn:N); m = UInt (Vm:M);
= UInt (N:Vn); m = UInt4{M:Vm) ;>

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<g> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the vectors, encoded in “sz”:
sz <dt>
0 F32
1 Flé
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dn> Is the 64-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field.
<Dm> Is the 64-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field.
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sn> Is the 32-bit name of the first SIMD&FP source register, encoded in the "Vn:N" field.
<Sm> Is the 32-bit name of the second SIMD&FP source register, encoded in the "Vm:M" field.
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Operation

EncodingSpecificOperations () ;

if advsimd then
for r =

for e =

opl =

if maximum

Elem[D[d+r],

else

Elem[D[d+r],

else
case esize of
when 16
if maximum
S[d] =
else
s[d] =
when 32
if maximum
s[d] =
else
S[d] =
when 64
if maximum
D[d] =
else
D[d] =

0 to regs-1
0 to elements-1
Elem[D[n+r],

Zeros (16)

Zeros (16)

FPMaxNum (S [n],

FPMinNum (S [n],

FPMaxNum (D[n],

FPMinNum (D[n],

CheckAdvSIMDOrVFPEnabled (TRUE,
// Advanced SIMD instruction

e, esize]; op2 = Elem[D[m+r], e,

then

e, esize] = FPMaxNum(opl, op2,

advsimd) ;

esize];

StandardFPSCRValue ()) ;

e, esize] = FPMinNum(opl, op2,

StandardFPSCRValue ()) ;

// VFP instruction
then
FPMaxNum (S[n]<15:0>, S[m]<15:0>,
FPMinNum (S[n]<15:0>, S[m]<15:0>,

then

S[m], FPSCR);

S[m], FPSCR);

then
FPSCR) ;

FPSCR) ;

FPSCR) ;

FPSCR) ;
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VMINNM

This instruction determines the floating point minimum number.
It handles NaNs in consistence with the IEEE754-2008 specification. It returns the numerical operand when one operand is numerical and the
other is a quiet NaN, but otherwise the result is identical to floating-point VMIN.

This instruction is not conditional.

It has encodings from the following instruction sets: A32 ( Al and A2 )and T32 (Tl and T2).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

[11 11 0 0 1]1]o[D[1]sz] Vn | vd [1 1 1 1[N]Q[M] 1] Vm |
op

64-bit SIMD vector (Q == 0)

VMINNM{<g>}.<dt> <Dd>, <Dn>, <Dm>

128-bit SIMD vector (Q == 1)

VMINNM{<g>}.<dt> <Qd>, <Qn>, <Qm>

if Q == '"1'" && (VA<O0> == '1' || Vn<0> == '1]' || Vm<O0> == '1"') then UNDEFINED;
if sz == '1l' && !HaveFPl6Ext () then UNDEFINED;
maximum = (op == '0'");

advsimd = TRUE;
case sz of

when '0' esize = 32; elements = 2;
when 'l' esize = 16; elements = 4;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt(M:Vm); regs = if Q == '0' then 1 else 2;
A2
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11111110 1|/D[0 0] Vn | Vd [1 0[!=00|N[1[M][O] Vm |
size op
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Half-precision scalar (size == 01)
(ARMVS.2)

VMINNM{<g>}.F16 <Sd>, <Sn>, <Sm> // (Cannot be conditional)

Single-precision scalar (size == 10)

VMINNM{<g>}.F32 <Sd>, <Sn>, <Sm> // (Cannot be conditional)

Double-precision scalar (size == 11)

T1

15

VMINNM{<g>}.F64 <Dd>, <Dn>, <Dm> // (Cannot be conditional)

if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
advsimd = FALSE;
maximum = (op == '0"');

case size of
when '01' esize 16; d UInt (Vd:D); n
when '10' esize = 32; d UInt (Vd:D); n
when 'l1l' esize = 64; d = UInt(D:Vd); n

UInt (Vn:N); m UInt (Vm:M) ;
UInt (Vn:N); m = UInt (Vm:M);
= UInt (N:Vn); m = UInt (M:Vm);

14 13 12 11 10 9 8

5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4

[ 1

7 6
1 111 1 1 1 o]|D]1]sz] Vn | vd [1 1 1 1|NJQ|M]1]

64-bit SIMD vector (Q == 0)

VMINNM{<g>}.<dt> <Dd>, <Dn>, <Dm>

128-bit SIMD vector (Q == 1)

VMINNM{<g>}.<dt> <Qd>, <Qn>, <Qm>

< (A<D == 171 L1 \In<O == 171 | | \J; == 171
V& =5 T H =5 T

& L ITnITBlock () then UNPREDICTABLE;
&& (Vd<0> == '1' || Vn<0> == '1' || Vm<0> == '1') then UNDEFINED;
&& !'HaveFPloExt () then UNDEFINED;
maximum = (op == '0');
advsimd = TRUE;
case sz of
when '0' esize 32; elements 28
when 'l' esize = 16; elements 4;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt{M:Vm);+ regs — £ O — '0' then 1 €15

£ TIntTBleck (M:Vm); regs = if == '0' then 1 else 2;4)—then UNPREDICTABTIE

CONSTRAINED UNPREDICTABLE behavior

T2

15 14 13 12 11 10 9

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

3 2 1 0 15 14 13 12 11 10 9 8 7 6

5 4

[ 1

8 7 6 5
1111110 1]D|oO

4
0 | Vn | Vd [1 0[!=00|N[1[M][O]

size op
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Half-precision scalar (size == 01)
(ARMVS.2)

VMINNM{<g>}.F16 <Sd>, <Sn>, <Sm> // (Not permitted in IT block)

Single-precision scalar (size == 10)

VMINNM{<g>}.F32 <Sd>, <Sn>, <Sm> // (Not permitted in IT block)

Double-precision scalar (size == 11)

VMINNM{<g>}.F64 <Dd>, <Dn>, <Dm> // (Not permitted in IT block)

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
advsimd = FALSE;

maximum = (op == '0"');

case size of
when '01' esize = 16; d UInt (Vd:D); n
when '10' esize = 32; d UInt (Vd:D); n
when 'l1l' esize = 64; d = UInt(D:Vd); n
+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

UInt (Vn:N); m UInt (Vm:M) ;
UInt (Vn:N); m = UInt (Vm:M);
= UInt (N:Vn); m = UInt4{M:Vm) ;>

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<g> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the vectors, encoded in “sz”:
sz <dt>
0 F32
1 Flé
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dn> Is the 64-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field.
<Dm> Is the 64-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field.
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sn> Is the 32-bit name of the first SIMD&FP source register, encoded in the "Vn:N" field.
<Sm> Is the 32-bit name of the second SIMD&FP source register, encoded in the "Vm:M" field.
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Operation

EncodingSpecificOperations () ;

if advsimd then
for r =

for e =

opl =

if maximum

Elem[D[d+r],

else

Elem[D[d+r],

else
case esize of
when 16
if maximum
S[d] =
else
s[d] =
when 32
if maximum
s[d] =
else
S[d] =
when 64
if maximum
D[d] =
else
D[d] =

0 to regs-1
0 to elements-1
Elem[D[n+r],

Zeros (16)

Zeros (16)

FPMaxNum (S [n],

FPMinNum (S [n],

FPMaxNum (D[n],

FPMinNum (D[n],

CheckAdvSIMDOrVFPEnabled (TRUE,
// Advanced SIMD instruction

e, esize]; op2 = Elem[D[m+r], e,

then

e, esize] = FPMaxNum(opl, op2,

advsimd) ;

esize];

StandardFPSCRValue ()) ;

e, esize] = FPMinNum(opl, op2,

StandardFPSCRValue ()) ;

// VFP instruction
then
FPMaxNum (S[n]<15:0>, S[m]<15:0>,
FPMinNum (S[n]<15:0>, S[m]<15:0>,

then

S[m], FPSCR);

S[m], FPSCR);

then
FPSCR) ;

FPSCR) ;

FPSCR) ;

FPSCR) ;

Internal version only: isa v00_763088=74, pseudocode v33.1 ; Build timestamp: 2017-09-26T15:10¥32:2
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VMOV (between two general-purpose registers and two single-precision registers)

Copy two general-purpose registers to a pair of 32-bit SIMD&FP registers transfers the contents of two consecutively numbered single-precision
Floating-point registers to two general-purpose registers, or the contents of two general-purpose registers to a pair of single-precision Floating-
point registers. The general-purpose registers do not have to be contiguous.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
| =111 |1 1 0 0 0[1]0]op] Rt2 | Rt [1 0]1 o]0 o|M[1] Vm |
cond
From general-purpose registers (op == 0)
VMOV {<c>} {<g>} <Sm>, <Sml>, <Rt>, <Rt2>
To general-purpose registers (op == 1)
VMOV {<c>}{<g>} <Rt>, <Rt2>, <Sm>, <Sml>
to_arm registers = (op == 'l1'); t = UInt(Rt); t2 = UInt(Rt2); m = UInt(Vm:M);
if £t == 15 || t2 == 15 || m == 31 then UNPREDICTABLE;
if to arm registers && t == t2 then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

Ifto_arm registers && t == t2,then one of the following behaviors must occur:

* The instruction is UNDEFINED.
 The instruction executes as NOP.
* The value in the destination register is UNKNOWN.

Ifm == 31, then one of the following behaviors must occur:

» The instruction is UNDEFINED.

* The instruction executes as NOP.

* One or more of the single-precision registers become UNKNOWN for a move to the single-precision register. The general-purpose registers
listed in the instruction become UNKNOWN for a move from the single-precision registers. This behavior does not affect any other general-
purpose registers.

™

15 14 13 12 11 10 9 8 7
[1 1101 1 00 0]

6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6
110 [op] Rt2 | Rt [1 o[1 o]0 O]
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From general-purpose registers (op == 0)
VMOV {<c>} {<g>} <Sm>, <Sml>, <Rt>, <Rt2>
To general-purpose registers (op == 1)

VMOV {<c>} {<g>} <Rt>, <Rt2>, <Sm>, <Sml>

to _arm registers = (op == 'l'); t = UInt(Rt); t2 = UInt(Rt2); m = UInt(Vm:M);
if t == 15 || t2 == 15 || m == 31 then UNPREDICTABLE;
if to_arm registers && t == t2 then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

Ifto _arm registers && t == t2,then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as NOP.
* The value in the destination register is UNKNOWN.

Ifm == 31, then one of the following behaviors must occur:

* The instruction is UNDEFINED.

* The instruction executes as NOP.

* One or more of the single-precision registers become UNKNOWN for a move to the single-precision register. The general-purpose registers
listed in the instruction become UNKNOWN for a move from the single-precision registers. This behavior does not affect any other general-
purpose registers.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors, and particularly: VMOV (between two general-purpose registers and two single-precision registers).

Assembler Symbols

<Rt2> Is the second general-purpose register that <Sm1> will be transferred to or from, encoded in the "Rt2" field.

<Rt> Is the first general-purpose register that <Sm> will be transferred to or from, encoded in the "Rt" field.

<Sml1> Is the 32-bit name of the second SIMD&FP register to be transferred. This is the next SIMD&FP register after <Sm>.
<Sm> Is the 32-bit name of the first SIMD&FP register to be transferred, encoded in the "Vm:M" field.

<c> See Standard assembler syntax fields.

<g> See Standard assembler syntax fields.

Operation

if ConditionPassed () then
EncodingSpecificOperations(); CheckVFPEnabled (TRUE) ;
if to arm registers then
R[t] = S[m];

R[t2] = S[m+l];
else
S[m] = R[t];
S[mtl] = R[t2];
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VMOVX

Vector Move extraction. This instruction copies the upper 16 bits of the 32-bit source SIMD&FP register into the lower 16 bits of the 32-bit
destination SIMD&FP register, while clearing the remaining bits to zero.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
(ARMvS.2)
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
11111110 1|/D[1 1 0 0 0 0] Vd [1 o[1 oJo[1[m[oO] Vm |
A1
VMOVX{<g>}.Fl6 <Sd>, <Sm>

if 'HaveFPl6Ext () then UNDEFINED;

if FPSCR.Len != '000' || FPSCR.Stride != '00' then UNDEFINED;

d = UInt(Vd:D); m = UInt (Vm:M);
T1
(ARMvS.2)
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11111110 1|/D[1 10 0 0 0] Vd [1 o[1 oJo[1[m[oO] Vm |

T1

VMOVX{<g>}.Fl6 <Sd>, <Sm>

ifif HoveFPRleEsxt{)—+then UNDEFINED;
; 5 T.. 11— TAAAY :

#£-TInITBlock () then UNPREDICTABLE;
if !HaveFPl6Ext () then UNDEFINED;
if FPSCR.Len != '000' || FPSCR.Stride != '00' then UNDEFINED;

—then UNPREDICTARLE
d = UInt(Vd:D); m = UInt (Vm:M);

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

* The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<gq> See Standard assembler syntax fields.
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
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Operation

if ConditionPassed() then
EncodingSpecificOperations(); CheckVFPEnabled (TRUE) ;

S[d] = Zeros(16) : S[m]<31:16>;
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VMUL (floating-point)

Vector Multiply multiplies corresponding elements in two vectors, and places the results in the destination vector.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced
SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al and A2 )and T32 (Tl and T2).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 &5 4 3 2 1 O
11110 0 1[1][o[D]o0][sz] Vn | vd [1 1 0 1|NJQ[M]1] Vm |

64-bit SIMD vector (Q == 0)

VMUL{<c>} {<g>}.<dt> {<Dd>, }<Dn>, <Dm>

128-bit SIMD vector (Q == 1)

VMUL{<c>} {<g>}.<dt> {<Qd>, }<QOn>, <Qm>

if Q == '"1"'" && (Vd<0> == '1' || Vn<0> == '1' || Vm<0> == '1l') then UNDEFINED;
if sz == '1l' && !HaveFPlo6Ext () then UNDEFINED;
advsimd = TRUE;
case sz of
when '0' esize 32; elements = 2;
when 'l' esize = 16; elements = 4;

d = UInt(D:Vd); n = UInt(N:Vn); m UInt (M:Vm) ; regs = if Q == '0' then 1 else 2;
A2
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
[ =111 |1 1 1 of[o]|D[1 O] Vn | Vd [1 0] size [N[O[M][O] Vm |
cond

Half-precision scalar (size == 01)
(ARMVS.2)

VMUL{<c>}{<g>}.Fl6 {<Sd>,} <Sn>, <Sm>
Single-precision scalar (size == 10)

VMUL{<c>}{<g>}.F32 {<Sd>,} <Sn>, <Sm>
Double-precision scalar (size == 11)

VMUL{<c>}{<g>}.F64 {<Dd>,} <Dn>, <Dm>

if FPSCR.Len != '000' || FPSCR.Stride !'= '00' then UNDEFINED;
if size == '00"' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
if size == '01' && cond != '1110' then UNPREDICTABLE;

advsimd = FALSE;

case size of
when '01' esize
when '10' esize
when '1l1l' esize = 64; d

le; d UInt (Vd:D); n
32; d = UInt(Vd:D); n
UInt (D:Vd); n

UInt (Vn:N) ;
UInt (Vn:N) ;
UInt (N:Vn) ;

UInt (Vm:M) ;
UInt (Vm:M) ;
UInt (M:Vm) ;

3 28 8
Il
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CONSTRAINED UNPREDICTABLE behavior
Ifsize == '01' && cond != '1110"', then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

T1

15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 1514 13 12 1 10 9 8 7 6 5 4 3 2 1 O
11 1]1]1 1 1 1 o[D[0[sz] Vn | vd [1 1 0 1[NJQ[M][1] Vm |

64-bit SIMD vector (Q == 0)

VMUL{<c>}{<g>}.<dt> {<Dd>, }<Dn>, <Dm>

128-bit SIMD vector (Q == 1)

VMUL {<c>} {<g>}.<dt> {<Qd>, }<Qn>, <Qm>

if sz == '"1" &&ifQ == 11" g& (VAd<0> == "1' || Un<O> == "1 || W == 177
if sz == 11' g5 | HaveFPloExt{) then UNDEEINED;

if sz — '1' g¢& TnITBlock() then UNPREDICTABLE;

if Q == '"1'" && (Vd<0> == '1'" || Vn<0> == "1'" || Vm<O0> == '1l') then UNDEFINED;
if sz == '1l' && !HaveFPl6Ext () then UNDEFINED;

) then UNPREDICTABLE;

advsimd = TRUE;
case sz of

when '0' esize = 32; elements = 2;
when 'l' esize = 16; elements = 4;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt(M:Vm); regs = if Q == '0' then 1 else 2;
CONSTRAINED UNPREDICTABLE behavior
Ifsz == '1' && InITBlock (), then one of the following behaviors must occur:

* The instruction is UNDEFINED.
* The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

T2

3 2 1 0 15 14 1312 1 10 9 8 7 6 5 4 3 2 1 0

15 14 13 12 11 10 9 4
0 | Vn | Vd [1 0] size [N[O[M][O] Vm |

8 7
1110 1 1 1 0][0]

6 5
D|1
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Half-precision scalar (size == 01)
(ARMVS.2)

VMUL{<c>}{<g>}.Fl6 {<Sd>,} <Sn>, <Sm>

Single-precision scalar (size == 10)

VMUL{<c>}{<g>}.F32 {<Sd>,} <Sn>, <Sm>

Double-precision scalar (size == 11)

VMUL{<c>}{<g>}.F64 {<Dd>,} <Dn>, <Dm>

if size == '01' &&4 . L= - : L
if si == 100" || {(si == 101" && | HaveFPl6Ext () )—then UNDERINED;
if si — 101 ' & TnITBlock () then UNPREDICTABLE;
if FPSCR.Len != '000'" || FPSCR.Stride != '00' then UNDEFINED;
if size == '00" || (size == '01' && !HaveFPl6Ext ()) then UNDEFINED;
—+then UNPREDICTARLE;
advsimd = FALSE;
case size of
when '01' esize = 16; d = UInt(Vd:D); = UInt (Vn:N); m = UInt(Vm:M);

UInt (Vn:N); m = UInt (Vm:M);

n
when '10' esize = 32; d UInt (Vd:D); n
n = UInt (N:Vn); m = UInt (M:Vm) ;

when 'l1l' esize = 64; d = UInt(D:Vd);

CONSTRAINED UNPREDICTABLE behavior

Ifsize == '01' && InITBlock (), then one of the following behaviors must occur:
e The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<c> For encoding Al: see Standard assembler syntax fields. This encoding must be unconditional.

For encoding A2, T1 and T2: see Standard assembler syntax fields.

<g> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the vectors, encoded in “sz”:
sz <dt>

0 F32

1 Flé
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Qm> Is the 128-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dn> Is the 64-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field.
<Dm> Is the 64-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field.
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sn> Is the 32-bit name of the first SIMD&FP source register, encoded in the "Vn:N" field.
<Sm> Is the 32-bit name of the second SIMD&FP source register, encoded in the "Vm:M" field.
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Operation

if ConditionPassed() then
EncodingSpecificOperations(); CheckAdvSIMDOrVEPEnabled (TRUE, advsimd) ;
if advsimd then // Advanced SIMD instruction
for r = 0 to regs-1
for e = 0 to elements-1

Elem([D[d+r],e,esize] = FPMul (Elem[D[n+r],e,esize], Elem[D[m+r],e,esize], StandardFPSCRV
else // VEFP instruction
case esize of

when 16
S[d] = Zeros(1l6) : FPMul(S[n]<15:0>, S[m]<15:0>, FPSCR);

when 32
S[d] = FPMul (S[n], S[m], FPSCR);

when 64

D[d] = FPMul (D[n], D[m], FPSCR);
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VMUL (by scalar)

Vector Multiply multiplies each element in a vector by a scalar, and places the results in a second vector.
For more information about scalars see Advanced SIMD scalars.

Depending on settings in the CPACR, NSACR, and HCPTR registers, and the security state and mode in which the instruction is executed, an
attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced SIMD and
floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
111 1 0 0 1]Q1[D[!=11] Vn | vd [1 0 O]J]F[N[1[M]O] Vm |

size

64-bit SIMD vector (Q == 0)

VMUL{<c>}{<g>}.<dt> {<Dd>,} <Dn>, <Dm>[<index>]

128-bit SIMD vector (Q == 1)

VMUL{<c>} {<g>}.<dt> {<Qd>,} <Qn>, <Dm>[<index>]

if size == '1l1l' then SEE "Related encodings";

if size == '00"' || (F == '1' && size == '01' && !HaveFPlo6Ext()) then UNDEFINED;

if Q == '"1'" && (Vd<0> == '1' || Vn<0> == '1l') then UNDEFINED;

unsigned = FALSE; // "Don't care" value: TRUE produces same functionality

floating point = (F == '1"'); long destination = FALSE;

d = UInt(D:Vd); n = UInt(N:Vn); regs = if == '0' then 1 else 2;

if size == '01' then esize = 16; elements = 4; m = UInt(Vm<2:0>); index = UInt (M:Vm<3>);
if size == '10' then esize = 32; elements = 2; m = UInt (Vm); index = UInt (M) ;

T
5 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
1 1 1]Q]1 1 1 1 1[D[!=11] Vn | vd [1 0 o[F|N[1][M]O] Vm |
size
64-bit SIMD vector (Q == 0)
VMUL{<c>}{<g>}.<dt> {<Dd>,} <Dn>, <Dm>[<index>]
128-bit SIMD vector (Q == 1)
VMUL{<c>} {<g>}.<dt> {<Qd>,} <0On>, <Dm>[<index>]
if size == '1l1l' then SEE "Related encodings";
if == 'l' && size == '01' &&if size == '00' || (F == '1' gg o9 == 101" §&& L HaveFPLo6ExL-{) ) then UNE
if F== 11" g& si — 101 ' & InITBlock () then UNPREDICTABLE;
if size == '00"'" || (F == '1' && size == '01' && !HaveFPlo6Ext()) then UNDEFINED;
) then UNPREDICTABLE;
if Q == '"1'" && (Vd<0> == '1' || Vn<0> == '1l') then UNDEFINED;
unsigned = FALSE; // "Don't care" value: TRUE produces same functionality
floating point = (F == '1'); long destination = FALSE;
d = UInt(D:Vd); n = UInt(N:Vn); regs = if == '0' then 1 else 2;
if size == '01' then esize = 16; elements = 4; m = UInt(Vm<2:0>); index = UInt (M:Vm<3>);
if size == '10' then esize = 32; elements = 2; m = UInt(Vm); index = UInt (M) ;
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CONSTRAINED UNPREDICTABLE behavior

IfF == '1' && size == '01' && InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Related encodings: See Advanced SIMD data-processing for the T32 instruction set, or Advanced SIMD data-processing for the A32 instruction
set.

Assembler Symbols

<c> For encoding Al: see Standard assembler syntax fields. This encoding must be unconditional.

For encoding T1: see Standard assembler syntax fields.

<g> See Standard assembler syntax fields.
<dt> Is the data type for the scalar and the elements of the operand vector, encoded in “F:size”:
F size <dt>
0 01 Il6
0 10 I32
1 01 Fl6
1 10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qn> Is the 128-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field as <Qn>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dn> Is the 64-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field.
<Dm> Is the 64-bit name of the second SIMD&FP source register. When <dt> is 116 or F16, this is encoded in the "Vm<2:0>"

field. Otherwise it is encoded in the "Vm" field.

<index> Is the element index. When <dt> is [16 or F16, this is in the range 0 to 3 and is encoded in the "M:Vm<3>" field. Otherwise
it is in the range O to 1 and is encoded in the "M" field.

Operation

if ConditionPassed () then
EncodingSpecificOperations(); CheckAdvSIMDEnabled() ;

op2 = Elem[Din[m], index,esize]; op2val = Int(op2, unsigned);
for r = 0 to regs-1
for e = 0 to elements-1
opl = Elem[Din[n+r],e,esize]; oplval = Int(opl, unsigned);

if floating point then
Elem([D[d+r],e,esize] = FPMul (opl, op2, StandardFPSCRValue());
else
if long destination then
Elem([Q[d>>1],e,2*esize] = (oplval*op2val)<2*esize-1:0>;
else
Elem([D[d+r],e,esize] = (oplval*op2val)<esize-1:0>;
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VMULL (integer and polynomial)

Vector Multiply Long multiplies corresponding elements in two vectors. The destination vector elements are twice as long as the elements that

are multiplied.
For information about multiplying polynomials see Polynomial arithmetic over {0, 1}.

Depending on settings in the CPACR, NSACR, and HCPTR registers, and the security state and mode in which the instruction is executed, an

attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced SIMD and

floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1
[1 111 0 0 1]u[1][D][1=11] Vn | vd [1 1]op]O[N[O[M]O] Vm |
size
A1
VMULL{<c>}{<g>}.<dt> <Qd>, <Dn>, <Dm>
if size == '11' then SEE "Related encodings";
unsigned = (U == '1'); polynomial = (op == 'l'); long destination = TRUE;
esize = 8 << UlInt(size); elements = 64 DIV esize;
if polynomial then
if U == "1"'" || size == '01' then UNDEFINED;
if size == '10' then // .p64
if !'HaveCryptoExt () then UNDEFINED;
esize = 64; elements = 1;
if Vvd<0> == '1' then UNDEFINED;
d = UInt(D:Vd); n = UInt(N:Vn); m = UInt(M:Vm); regs = 1;
™
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1
[1 1 1Ju]1 1 1 1 1]D[1=11] Vn | vd [1 1]op]O[N[O[M]O] Vm |
size
™

VMULL{<c>}{<g>}.<dt> <Qd>, <Dn>, <Dm>

if size == '11' then SEE "Related encodings";
unsigned = (U == '1l'); polynomial = (op == 'l'); long destination = TRUE;
esize = 8 << UInt (size); elements = 64 DIV esize;
if polynomial then
if == '1"'" || size == '0l1' then UNDEFINED;
if size == '10' then // .p64

if— 3£ HoaveCryptokxt{)}—then UNDEFINED;
3£ TnITBlock() then UNPREDICTABLE;
if !HaveCryptoExt () then UNDEFINED;

)then UNPREDICTABLE;
esize = 64; elements = 1;
if Vvd<0> == '1' then UNDEFINED;

d = UInt(D:Vd); n = UInt(N:Vn); m = UInt(M:Vm); regs = 1;

CONSTRAINED UNPREDICTABLE behavior

Ifop == '"1' && size == '10' && InITBlock (), then one of the following behaviors must occur:
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* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE

behaviors.

Related encodings: See Advanced SIMD data-processing for the T32 instruction set, or Advanced SIMD data-processing for the A32 instruction

set.

Assembler Symbols

<c> For encoding A1: see Standard assembler syntax fields. This encoding must be unconditional.

For encoding T1: see Standard assembler syntax fields.

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the operands, encoded in “op:U:size”:

op U size <dt>

0 0 00 S8

0 0 01 S16

0 0 10 S32

0 1 00 U8

0 1 01 Ul6

0 1 10 Uu32

1 0 00 P8

1 0 10 P64
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Dn> Is the 64-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field.
<Dm> Is the 64-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field.
Operation

if ConditionPassed () then
EncodingSpecificOperations(); CheckAdvSIMDEnabled () ;

for r = 0 to regs-1
for e = 0 to elements-1
opl = Elem[Din[n+r],e,esize]; oplval = Int(opl, unsigned);
op2 = Elem[Din[m+r],e,esize]; op2val = Int(op2, unsigned);

if polynomial then
product = PolynomialMult (opl,op2);

else
product = (oplval*op2val)<2*esize-1:0>;
if long destination then
Elem([Q[d>>1],e,2*esize] = product;
else
Elem([D[d+r],e,esize] = product<esize-1:0>;
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VRINTA (Advanced SIMD)

Vector Round floating-point to integer towards Nearest with Ties to Away rounds a vector of floating-point values to integral floating-point

values of the same size using the Round to Nearest with Ties to Away rounding mode. A zero input gives a zero result with the same sign, an
infinite input gives an infinite result with the same sign, and a NaN is propagated as for normal arithmetic.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 2 1
[1 111 0 0 1 1 1]D[1 1]size[1 0] vd [o]1]0 1 o]Q[M]o] Vm |
op
64-bit SIMD vector (Q == 0)
VRINTA{<g>}.<dt> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VRINTA{<g>}.<dt> <Qd>, <Qm>
if op<2> != op<0> then SEE "Related encodings";
if Q == '"1'" && (Vd<0> == '1l'" || Vm<O> == 'l') then UNDEFINED;
if (size == '01' && !HaveFPloExt()) || size IN {'00', '11'} then UNDEFINED;
// Rounding encoded differently from other VCVT and VRINT instructions
rounding = FPDecodeRM (op<2>:NOT (op<1l>)) ; exact = FALSE;
case size of
when '0l1' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UInt(M:Vm); regs = if == '0' then 1 else 2;
™
15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 2 1
1111 11 11 1|D[1 1]size |1 0] vd [o[1]0 1 ola[mM[o0] Vm |
op
64-bit SIMD vector (Q == 0)
VRINTA{<g>}.<dt> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VRINTA{<g>}.<dt> <Qd>, <Qm>
if op<2> != op<0> then SEE "Related encodings";
ififE O =— 111 66 (Vd<O> == "1 || ¥ == '3
if (si == 101! ¢& L InITBlock() then UNPREDICTABLE;
if Q == '"1'" && (Vd<0> == '1l' || Vm<O> == 'l') then UNDEFINED;
if (size == '0l' && !HaveFPloExt()) || size IN {'00', '11l'} then UNDEFINED;

// Rounding encoded differently from other VCVT and VRINT instructions
rounding = FPDecodeRM (op<2>:NOT (op<1l>)); exact = FALSE;
case size of

when '0l1' esize = 16; elements = 4;

when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UlInt4{M:Vm); —regs
£ TIntTBlock (M:Vm); regs = if Q == '0

= 1f O =— '0' +hen 1 1s 2 .

VRINTA (Advanced SIMD)

=4 T
' then 1 else 2;4)—then UNPREDICTABLE;
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CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Related encodings: See Advanced SIMD two registers misc for the T32 instruction set, or Advanced SIMD two registers misc for the A32
instruction set.

Assembler Symbols

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the vectors, encoded in “size”:
_size  <dt>

01 Flé

10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckAdvSIMDEnabled() ;

for r = 0 to regs-1
for e = 0 to elements-1

opl = Elem[D[m+r],e,esize];

result = FPRoundInt (opl, StandardFPSCRValue (), rounding, exact);

Elem[D[d+r],e,esize] = result;

Internal version only: isa v00_763080=74, pseudocode v33.1 ; Build timestamp: 2017-09-26T15:10332:2

Copyright © 2010-2017 ARM Limited or its affiliates. All rights reserved. This document is Non-Confidential.

ISA v83A AArch32 xml OObet4 htmldiff from- (new)

(old) ISA v83A AArch32 xml OObet4 ISA v83A AArch32 xml 00bet5

VRINTA (Advanced SIMD) Page 112


ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.CheckAdvSIMDEnabled.0
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.Elem.read.3
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.D.read.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.FPRoundInt.4
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.StandardFPSCRValue.0
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.Elem.write.3
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-aarch32.D.write.1
ISA_v83A_AArch32_xml_00bet4/xhtml/vrinta_asimd.html
ISA_v83A_AArch32_xml_00bet4/xhtml/vrinta_asimd.html
ISA_v83A_AArch32_xml_00bet5/xhtml/vrinta_asimd.html
ISA_v83A_AArch32_xml_00bet5/xhtml/vrinta_asimd.html

ISA v83A AArch32 xml 0Obet4 htmldiff from- (new)
(old) ISA v83A AArch32 xml OObet4 TISA v83A AArch32 xml 00bet5

VRINTA (floating-point)

Round floating-point to integer to Nearest with Ties to Away rounds a floating-point value to an integral floating-point value of the same size
using the Round to Nearest with Ties to Away rounding mode. A zero input gives a zero result with the same sign, an infinite input gives an
infinite result with the same sign, and a NaN is propagated as for normal arithmetic.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

[1 11111 10 1]/D[1 1 1]0o]0 0] vd [1 of1=00[0[1[M]O] Vm |
RM size

Half-precision scalar (size == 01)
(ARMVS.2)

VRINTA{<g>}.F16 <Sd>, <Sm>
Single-precision scalar (size == 10)
VRINTA{<g>}.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VRINTA{<g>}.F64 <Dd>, <Dm>

if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM (RM) ; exact = FALSE;
case size of

when '01' esize = 16; d = UInt(Vd:D); m = UInt (Vm:M);

when '10' esize = 32; d = UInt(Vd:D); m = UInt (Vm:M);

when 'l1l' esize = 64; d = UInt(D:Vd); m = UInt (M:Vm);

T1

%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

111111 10 1]/D[1 1 1]0o]0 0] Vd [1 oft=00]0[1[M][O] Vm |
RM size
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Half-precision scalar (size == 01)
(ARMVS.2)

VRINTA{<g>}.Fl6 <Sd>, <Sm>

Single-precision scalar (size == 10)

VRINTA{<g>}.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VRINTA{<g>}.F64 <Dd>, <Dm>

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM (RM) ; exact = FALSE;

case size of
when '01' esize = 16; d UInt (Vd:D); m
when '10' esize = 32; d UInt (Vd:D); m
when 'l1l' esize = 64; d = UInt(D:Vd); m
+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

UInt (Vm:M) ;
UInt (Vm:M) ;
= UIntH{M:Vm);

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<g> See Standard assembler syntax fields.

<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled (TRUE) ;
case esize of

when 16
S[d] = Zeros(16) : FPRoundInt (S[m]<15:0>, FPSCR, rounding, exact);
when 32
S[d] = FPRoundInt (S[m], FPSCR, rounding, exact);
when 64
D[d] = FPRoundInt (D[m], FPSCR, rounding, exact);
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VRINTM (Advanced SIMD)

Vector Round floating-point to integer towards -Infinity rounds a vector of floating-point values to integral floating-point values of the same size,
using the Round towards -Infinity rounding mode. A zero input gives a zero result with the same sign, an infinite input gives an infinite result
with the same sign, and a NaN is propagated as for normal arithmetic.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

[1 111 0 0 1 1 1]D[1 1]size[1 0] vd [o]1]1 0 1]Q[M]o] Vm |
op

64-bit SIMD vector (Q == 0)

VRINTM{<g>}.<dt> <Dd>, <Dm>

128-bit SIMD vector (Q == 1)

VRINTM{<g>}.<dt> <Qd>, <Qm>

if op<2> != op<0> then SEE "Related encodings";
if Q == '"1'" && (Vd<0> == '1l'" || Vm<O> == 'l') then UNDEFINED;
if (size == '01' && !HaveFPloExt()) || size IN {'00', '11'} then UNDEFINED;

// Rounding encoded differently from other VCVT and VRINT instructions
rounding = FPDecodeRM (op<2>:NOT (op<1l>)) ; exact = FALSE;
case size of

when '0l1' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UInt(M:Vm); regs = if == '0' then 1 else 2;
T
%5 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
1111 11 11 1|D[1 1]size |1 0] vd [o[1]1 0 1]Q[mM[o0] Vm |
op
64-bit SIMD vector (Q == 0)
VRINTM{<g>}.<dt> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VRINTM{<g>}.<dt> <Qd>, <Qm>
if op<2> != op<0> then SEE "Related encodings";
ifif Q== 11" §& (Vd<0> == "1"' || == 11!
if (s == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if Q == '1'" && (Vd<0> == '1' || Vm<O0> == '1l') then UNDEFINED;
if (size == '01' && !HaveFPlo6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;

// Rounding encoded differently from other VCVT and VRINT instructions
rounding = FPDecodeRM (op<2>:NOT (op<1l>)); exact = FALSE;
case size of

when '0l1' esize = 16; elements = 4;

when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UlInt4{M:Vm); —regs
£ TIntTBlock (M:Vm); regs = if Q == '0

= 1f O =— '0' +hen 1 1s 2 .

=4 T
' then 1 else 2;4)—then UNPREDICTABLE;
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CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Related encodings: See Advanced SIMD two registers misc for the T32 instruction set, or Advanced SIMD two registers misc for the A32
instruction set.

Assembler Symbols

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the vectors, encoded in “size”:
_size  <dt>

01 Flé

10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckAdvSIMDEnabled() ;

for r = 0 to regs-1
for e = 0 to elements-1

opl = Elem[D[m+r],e,esize];

result = FPRoundInt (opl, StandardFPSCRValue (), rounding, exact);

Elem[D[d+r],e,esize] = result;

Internal version only: isa v00_763080=74, pseudocode v33.1 ; Build timestamp: 2017-09-26T15:10332:2
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VRINTM (floating-point)

Round floating-point to integer towards -Infinity rounds a floating-point value to an integral floating-point value of the same size using the
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Round towards -Infinity rounding mode. A zero input gives a zero result with the same sign, an infinite input gives an infinite result with the
same sign, and a NaN is propagated as for normal arithmetic.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 2 1
(111111 10 1][D[1 1 1]o[1 1] vd [1 of1=00[0[1[M]O] Vm |
RM size
Half-precision scalar (size == 01)
(ARMVS.2)
VRINTM{<g>}.F16 <Sd>, <Sm>
Single-precision scalar (size == 10)
VRINTM{<g>}.F32 <Sd>, <Sm>
Double-precision scalar (size == 11)
VRINTM{<g>}.F64 <Dd>, <Dm>
if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM (RM) ; exact = FALSE;
case size of
when '01' esize = 16; d = UInt(Vd:D); m = UInt (Vm:M);
when '10' esize = 32; d = UInt(Vd:D); m = UInt (Vm:M);
when 'l1l' esize = 64; d = UInt(D:Vd); m = UInt (M:Vm);
T
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 2 1
111111 10 1][D[1 1 1]0o[1 1] Vd [1 oft=00]0[1[M][O] Vm |
RM size
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Half-precision scalar (size == 01)
(ARMVS.2)

VRINTM{<g>}.Fl6 <Sd>, <Sm>

Single-precision scalar (size == 10)

VRINTM{<g>}.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VRINTM{<g>}.F64 <Dd>, <Dm>

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM (RM) ; exact = FALSE;

case size of
when '01' esize = 16; d UInt (Vd:D); m
when '10' esize = 32; d UInt (Vd:D); m
when 'l1l' esize = 64; d = UInt(D:Vd); m
+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

UInt (Vm:M) ;
UInt (Vm:M) ;
= UIntH{M:Vm);

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<g> See Standard assembler syntax fields.

<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled (TRUE) ;
case esize of

when 16
S[d] = Zeros(16) : FPRoundInt (S[m]<15:0>, FPSCR, rounding, exact);
when 32
S[d] = FPRoundInt (S[m], FPSCR, rounding, exact);
when 64
D[d] = FPRoundInt (D[m], FPSCR, rounding, exact);
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VRINTN (Advanced SIMD)

Vector Round floating-point to integer to Nearest rounds a vector of floating-point values to integral floating-point values of the same size using
the Round to Nearest rounding mode. A zero input gives a zero result with the same sign, an infinite input gives an infinite result with the same
sign, and a NaN is propagated as for normal arithmetic.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

[1 111 0 0 1 1 1]D[1 1]size[1 0] vd [o]1]0 0 oJa[M]o] Vm |
op

64-bit SIMD vector (Q == 0)

VRINTN{<g>}.<dt> <Dd>, <Dm>

128-bit SIMD vector (Q == 1)

VRINTN{<g>}.<dt> <Qd>, <Qm>

if op<2> != op<0> then SEE "Related encodings";
if Q == '"1'" && (Vd<0> == '1l'" || Vm<O> == 'l') then UNDEFINED;
if (size == '01' && !HaveFPloExt()) || size IN {'00', '11'} then UNDEFINED;

// Rounding encoded differently from other VCVT and VRINT instructions
rounding = FPDecodeRM (op<2>:NOT (op<1l>)) ; exact = FALSE;
case size of

when '0l1' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UInt(M:Vm); regs = if == '0' then 1 else 2;
T
%5 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0
1111 11 11 1|D[1 1]size |1 0] vd [o[1]0 0 o|la[mM[o0O] Vm |
op
64-bit SIMD vector (Q == 0)
VRINTN{<g>}.<dt> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VRINTN{<g>}.<dt> <Qd>, <Qm>
if op<2> != op<0> then SEE "Related encodings";
ifif Q== 11" §& (Vd<0> == "1"' || == 11!
if (s == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if Q == '1'" && (Vd<0> == '1' || Vm<O0> == '1l') then UNDEFINED;
if (size == '01' && !HaveFPlo6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;

// Rounding encoded differently from other VCVT and VRINT instructions
rounding = FPDecodeRM (op<2>:NOT (op<1l>)); exact = FALSE;
case size of

when '0l1' esize = 16; elements = 4;

when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UlInt4{M:Vm); —regs
£ TIntTBlock (M:Vm); regs = if Q == '0

= 1f O =— '0' +hen 1 1s 2 .

=4 T
' then 1 else 2;4)—then UNPREDICTABLE;
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CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Related encodings: See Advanced SIMD two registers misc for the T32 instruction set, or Advanced SIMD two registers misc for the A32
instruction set.

Assembler Symbols

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the vectors, encoded in “size”:
_size  <dt>

01 Flé

10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckAdvSIMDEnabled() ;

for r = 0 to regs-1
for e = 0 to elements-1

opl = Elem[D[m+r],e,esize];

result = FPRoundInt (opl, StandardFPSCRValue (), rounding, exact);

Elem[D[d+r],e,esize] = result;
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ISA v83A AArch32 xml OObet4

(old)

VRINTN (floating-point)

htmldiff from-
ISA v83A AArch32 xml OObet4

(new)

ISA v83A AArch32 xml 00bet5

Round floating-point to integer to Nearest rounds a floating-point value to an integral floating-point value of the same size using the Round to
Nearest rounding mode. A zero input gives a zero result with the same sign, an infinite input gives an infinite result with the same sign, and a

NaN is propagated as for normal arithmetic.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 2 1
(111111 10 1]/D[1 1 1]o]0 1] vd [1 of1=00[0[1[M]O] Vm |
RM size
Half-precision scalar (size == 01)
(ARMVS.2)
VRINTN{<g>}.F16 <Sd>, <Sm>
Single-precision scalar (size == 10)
VRINTN{<g>}.F32 <Sd>, <Sm>
Double-precision scalar (size == 11)
VRINTN{<g>}.F64 <Dd>, <Dm>
if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM (RM) ; exact = FALSE;
case size of
when '01' esize = 16; d = UInt(Vd:D); m = UInt (Vm:M);
when '10' esize = 32; d = UInt(Vd:D); m = UInt (Vm:M);
when 'l1l' esize = 64; d = UInt(D:Vd); m = UInt (M:Vm);
T
%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 1 10 9 8 7 6 5 4 2 1
111111 10 1][D[1 1 1]0o]0 1] Vd [1 oft=00]0[1[M][O] Vm |
RM size
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Half-precision scalar (size == 01)
(ARMVS.2)

VRINTN{<g>}.Fl6 <Sd>, <Sm>

Single-precision scalar (size == 10)

VRINTN{<g>}.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VRINTN{<g>}.F64 <Dd>, <Dm>

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM (RM) ; exact = FALSE;

case size of
when '01' esize = 16; d UInt (Vd:D); m
when '10' esize = 32; d UInt (Vd:D); m
when '11' = 64; d = UInt(D:Vd); m
+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

UInt (Vm:M) ;
UInt (Vm:M) ;
= UIntH{M:Vm);

(0]

(0]

-

N

(0]
|

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<g> See Standard assembler syntax fields.

<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled (TRUE) ;
case esize of

when 16
S[d] = Zeros(16) : FPRoundInt (S[m]<15:0>, FPSCR, rounding, exact);
when 32
S[d] = FPRoundInt (S[m], FPSCR, rounding, exact);
when 64
D[d] = FPRoundInt (D[m], FPSCR, rounding, exact);
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VRINTP (Advanced SIMD)

Vector Round floating-point to integer towards +Infinity rounds a vector of floating-point values to integral floating-point values of the same size
using the Round towards +Infinity rounding mode. A zero input gives a zero result with the same sign, an infinite input gives an infinite result
with the same sign, and a NaN is propagated as for normal arithmetic.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

[1 111 0 0 1 1 1]D[1 1]size[1 0] vd [o]1]1 1 1]Q[M]o0] Vm |
op

64-bit SIMD vector (Q == 0)

VRINTP{<g>}.<dt> <Dd>, <Dm>

128-bit SIMD vector (Q == 1)

VRINTP{<g>}.<dt> <Qd>, <Qm>

if op<2> != op<0> then SEE "Related encodings";
if Q == '"1'" && (Vd<0> == '1l'" || Vm<O> == 'l') then UNDEFINED;
if (size == '01' && !HaveFPloExt()) || size IN {'00', '11'} then UNDEFINED;

// Rounding encoded differently from other VCVT and VRINT instructions
rounding = FPDecodeRM (op<2>:NOT (op<1l>)) ; exact = FALSE;
case size of

when '0l1' esize = 16; elements = 4;
when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UInt(M:Vm); regs = if == '0' then 1 else 2;
T
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
11111111 1[D[1 1]size[1 0] vd [o]1]1 1 1]a|M]o0] Vm |
op
64-bit SIMD vector (Q == 0)
VRINTP{<g>}.<dt> <Dd>, <Dm>
128-bit SIMD vector (Q == 1)
VRINTP{<g>}.<dt> <Qd>, <Qm>
if op<2> != op<0> then SEE "Related encodings";
ifif Q== 11" §& (Vd<0> == "1"' || == 11!
if (s == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if Q == '1'" && (Vd<0> == '1' || Vm<O0> == '1l') then UNDEFINED;
if (size == '01' && !HaveFPlo6Ext()) || size IN {'00', '1l1l'} then UNDEFINED;

// Rounding encoded differently from other VCVT and VRINT instructions
rounding = FPDecodeRM (op<2>:NOT (op<1l>)); exact = FALSE;
case size of

when '0l1' esize = 16; elements = 4;

when '10' esize = 32; elements = 2;
d = UInt(D:Vd); m = UlInt4{M:Vm); —regs
£ TIntTBlock (M:Vm); regs = if Q == '0

= 1f O =— '0' +hen 1 1s 2 .

=4 T
' then 1 else 2;4)—then UNPREDICTABLE;
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CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Related encodings: See Advanced SIMD two registers misc for the T32 instruction set, or Advanced SIMD two registers misc for the A32
instruction set.

Assembler Symbols

<q> See Standard assembler syntax fields.
<dt> Is the data type for the elements of the vectors, encoded in “size”:
_size  <dt>

01 Flé

10 F32
<Qd> Is the 128-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field as <Qd>*2.
<Qm> Is the 128-bit name of the SIMD&FP source register, encoded in the "M:Vm" field as <Qm>*2.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckAdvSIMDEnabled() ;

for r = 0 to regs-1
for e = 0 to elements-1

opl = Elem[D[m+r],e,esize];

result = FPRoundInt (opl, StandardFPSCRValue (), rounding, exact);

Elem[D[d+r],e,esize] = result;
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VRINTP (floating-point)

Round floating-point to integer towards +Infinity rounds a floating-point value to an integral floating-point value of the same size using the
Round towards +Infinity rounding mode. A zero input gives a zero result with the same sign, an infinite input gives an infinite result with the
same sign, and a NaN is propagated as for normal arithmetic.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

(111111 10 1]/D[1 1 1]0o[1 0] vd [1 of1=00[0[1[M]O] Vm |
RM size

Half-precision scalar (size == 01)
(ARMVS.2)

VRINTP{<g>}.F16 <Sd>, <Sm>
Single-precision scalar (size == 10)
VRINTP{<g>}.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VRINTP{<g>}.F64 <Dd>, <Dm>

if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM (RM) ; exact = FALSE;
case size of

when '01' esize = 16; d = UInt(Vd:D); m = UInt (Vm:M);

when '10' esize = 32; d = UInt(Vd:D); m = UInt (Vm:M);

when 'l1l' esize = 64; d = UInt(D:Vd); m = UInt (M:Vm);

T1

%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

111111 10 1]/D[1 1 1]0[1 0] Vd [1 oft=00]0[1[M][O] Vm |
RM size
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Half-precision scalar (size == 01)
(ARMVS.2)

VRINTP{<g>}.Fl6 <Sd>, <Sm>

Single-precision scalar (size == 10)

VRINTP{<g>}.F32 <Sd>, <Sm>

Double-precision scalar (size == 11)

VRINTP{<g>}.F64 <Dd>, <Dm>

ifif si == 100" || {(si == 101' ¢& L TnITBlock() then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
rounding = FPDecodeRM (RM) ; exact = FALSE;

case size of
when '01' esize = 16; d UInt (Vd:D); m
when '10' esize = 32; d UInt (Vd:D); m
when 'l1l' esize = 64; d = UInt(D:Vd); m
+f InITRlock (M:Vm) ; H—then UNPREDICTARLE;

UInt (Vm:M) ;
UInt (Vm:M) ;
= UIntH{M:Vm);

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.

» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE
behaviors.

Assembler Symbols

<g> See Standard assembler syntax fields.

<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sm> Is the 32-bit name of the SIMD&FP source register, encoded in the "Vm:M" field.
<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dm> Is the 64-bit name of the SIMD&FP source register, encoded in the "M:Vm" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled (TRUE) ;
case esize of

when 16
S[d] = Zeros(16) : FPRoundInt (S[m]<15:0>, FPSCR, rounding, exact);
when 32
S[d] = FPRoundInt (S[m], FPSCR, rounding, exact);
when 64
D[d] = FPRoundInt (D[m], FPSCR, rounding, exact);
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VSELEQ, VSELGE, VSELGT, VSELVS

Floating-point conditional select allows the destination register to take the value in either one or the other source register according to the
condition codes in the APSR.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

[1 11111 10 0[D] cc | Vn | vd [1 of1=00[N[O[M]O] Vm |
size
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VSELEQ,doubleprec (cc == 00 && size == 11)

VSELEQ.F64 <Dd>, <Dn>, <Dm> // (Cannot be conditional)

VSELEQ,halfprec (cc == 00 && size == 01)
(ARMVS.2)

VSELEQ.F16 <Sd>, <Sn>, <Sm> // (Cannot be conditional)
VSELEQ,singleprec (cc == 00 && size == 10)

VSELEQ.F32 <Sd>, <Sn>, <Sm> // (Cannot be conditional)
VSELGE,doubleprec (cc == 10 && size == 11)

VSELGE.F64 <Dd>, <Dn>, <Dm> // (Cannot be conditional)

VSELGE,halfprec (cc == 10 && size == 01)
(ARMVS.2)

VSELGE.F16 <Sd>, <Sn>, <Sm> // (Cannot be conditional)
VSELGE,singleprec (cc == 10 && size == 10)

VSELGE.F32 <Sd>, <Sn>, <Sm> // (Cannot be conditional)
VSELGT,doubleprec (cc == 11 && size == 11)

VSELGT.F64 <Dd>, <Dn>, <Dm> // (Cannot be conditional)

VSELGT, halfprec (cc == 11 && size == 01)
(ARMVS.2)

VSELGT.F1l6 <Sd>, <Sn>, <Sm> // (Cannot be conditional)
VSELGT,singleprec (cc == 11 && size == 10)

VSELGT.F32 <Sd>, <Sn>, <Sm> // (Cannot be conditional)
VSELVS,doubleprec (cc == 01 && size == 11)

VSELVS.F64 <Dd>, <Dn>, <Dm> // (Cannot be conditional)

VSELVS, halfprec (cc == 01 && size == 01)
(ARMVS.2)

VSELVS.F16 <Sd>, <Sn>, <Sm> // (Cannot be conditional)
VSELVS,singleprec (cc == 01 && size == 10)

VSELVS.F32 <Sd>, <Sn>, <Sm> // (Cannot be conditional)

if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
case size of
when '01' esize = 16; d UInt (Vd:D); n
when '10' esize = 32; d = UInt(Vd:D); n
when 'l1l' esize = 64; d = UInt(D:Vd); n
cond = cc: (cc<l> EOR cc<0>):'0"';

UInt (Vn:N); m UInt (Vm:M) ;
UInt (Vn:N); m = UInt (Vm:M);
= UInt (N:Vn); m = UInt (M:Vm);

VSELEQ, VSELGE, VSELGT,

VSELVS Page 128


ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.HaveFP16Ext.0
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1
ISA_v83A_AArch32_xml_00bet5/from-ISA_v83A_AArch32_xml_00bet4/shared_pseudocode.html#impl-shared.UInt.1

T1

%5 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
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VSELEQ,doubleprec (cc == 00 && size == 11)
VSELEQ.F64 <Dd>, <Dn>, <Dm> //

VSELEQ,halfprec (cc == 00 && size == 01)
(ARMVS.2)

VSELEQ.F16 <Sd>, <Sn>, <Sm> //

VSELEQ,singleprec (cc == 00 && size == 10)

VSELEQ.F32 <8d>, <Sn>, <Sm> //

VSELGE,doubleprec (cc == 10 && size == 11)

VSELGE.F64 <Dd>, <Dn>, <Dm> //

VSELGE,halfprec (cc == 10 && size == 01)
(ARMVS.2)

VSELGE.F16 <Sd>, <Sn>, <Sm> //

VSELGE,singleprec (cc == 10 && size == 10)

VSELGE.F32 <8d>, <Sn>, <Sm> //

VSELGT,doubleprec (cc == 11 && size == 11)

VSELGT.F64 <Dd>, <Dn>, <Dm> //

VSELGT, halfprec (cc == 11 && size == 01)
(ARMVS.2)

VSELGT.F1l6 <Sd>, <Sn>, <Sm> //

VSELGT,singleprec (cc == 11 && size == 10)

VSELGT.F32 <8d>, <Sn>, <Sm> //

VSELVS,doubleprec (cc == 01 && size == 11)

VSELVS.F64 <Dd>, <Dn>, <Dm> //

VSELVS, halfprec (cc == 01 && size == 01)
(ARMVS.2)

VSELVS.F1l6 <Sd>, <Sn>, <Sm> //

VSELVS,singleprec (cc == 01 && size == 10)

VSELVS.F32 <8d>, <Sn>, <Sm> //

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

(Not permitted in

IT

IT

IT

IT

IT

IT

IT

IT

IT

IT

IT

IT

block)

block)

block)

block)

block)

block)

block)

block)

block)

block)

block)

block)
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ifif size =—'00"' |} {(size—=—="'01"' &&L InITBlock () then UNPREDICTABLE;
if size == '00' || (size == '01' && !HaveFPloExt()) then UNDEFINED;
case size of

when '0l1' esize = 16; d = UInt(Vd:D); n = UInt(Vn:N); m = UInt(Vm:M);

when '10' esize 32; d = UInt(Vd:D); n UInt (Vn:N); m

nnd—nn:<nnl Ef'\P nn{"\):'ﬁl;
£ TatTBloeck (M:Vm) ;
cond = cc: (cc<1l> EOR cc<0>):'0"';—then UNPREDICTABLE

CONSTRAINED UNPREDICTABLE behavior

If InITBlock (), then one of the following behaviors must occur:
* The instruction is UNDEFINED.

» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

Assembler Symbols

<Dd> Is the 64-bit name of the SIMD&FP destination register, encoded in the "D:Vd" field.
<Dn> Is the 64-bit name of the first SIMD&FP source register, encoded in the "N:Vn" field.
<Dm> Is the 64-bit name of the second SIMD&FP source register, encoded in the "M:Vm" field.
<Sd> Is the 32-bit name of the SIMD&FP destination register, encoded in the "Vd:D" field.
<Sn> Is the 32-bit name of the first SIMD&FP source register, encoded in the "Vn:N" field.
<Sm> Is the 32-bit name of the second SIMD&FP source register, encoded in the "Vm:M" field.
Operation

EncodingSpecificOperations (); CheckVFPEnabled(TRUE) ;
case esize of

UInt (Vm:M) ;
when 'l1l' esize = 64; d = UInt(D:Vd); n = UInt(N:Vn); m = UInt-M:Vm)+

when 16
S[d] = Zeros(1l6) : (if ConditionHolds (cond) then S[n] else S[m])<15:0>;
when 32
S[d] = if ConditionHolds (cond) then S[n] else S[m];
when 64
D[d] = if ConditionHolds (cond) then D[n] else D[m];
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VSTR

Store SIMD&FP register stores a single register from the Advanced SIMD and floating-point register file to memory, using an address from a

general-purpose register, with an optional offset.

Depending on settings in the CPACR, NSACR, HCPTR, and FPEXC registers, and the security state and mode in which the instruction is
executed, an attempt to execute the instruction might be UNDEFINED, or trapped to Hyp mode. For more information see Enabling Advanced

SIMD and floating-point support.

It has encodings from the following instruction sets: A32 ( Al )and T32 (T1).

A1
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 5 4 3 2 1 0
| =111 |1 1 o[1][u[D[o]o0] Rn | vd |1 0] size | imm8
cond
Half-precision scalar (size == 01)
(ARMv8.2)
VSTR{<c>} {<g>}.16 <Sd>, [<Rn>{, #{+/-}<imm>}]
Single-precision scalar (size == 10)
VSTR{<c>}{<g>}{.32} <Sd>, [<Rn>{, #{+/-}<imm>}]
Double-precision scalar (size == 11)
VSTR{<c>}{<g>}{.64} <Dd>, [<Rn>{, #{+/-}<imm>}]
if size == '00"'" || (size == '01' && !HaveFPlo6Ext()) then UNDEFINED;
if size == '01' && cond != '1110' then UNPREDICTABLE;
esize = 8 << UlInt(size); add = (U == '1");
imm32 = if esize == 16 then ZeroExtend(imm8:'0', 32) else ZeroExtend (imm8:'00', 32);

case size of
when '01' d = UInt(Vvd:D);
when '10' d UInt (Vd:D) ;
when '11' d UInt (D:Vd) ;
n = UInt (Rn);

if n == 15 && CurrentInstrSet () != InstrSet A32 then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

Ifsize == '01' && cond != '1110", then one of the following behaviors must occur:

* The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

T1
15 14 13 12 1 10 9 8 7 6 5 4 3 2 1 0 15 14 13 12 11 10 9 5 4 3 2 1 0
171101 1 o[1]u[D[o]o0] Rn | vd |1 0] size | imm8
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Half-precision scalar (size == 01)

(ARMVS.2)

VSTR{<c>}{<g>}.16 <Sd>, [<Rn>{, #{+/-}<imm>}]

Single-precision scalar (size == 10)

VSTR{<c>} {<g>}{.32} <Sd>, [<Rn>{, #{+/-}<imm>}]

Double-precision scalar (size == 11)

VSTR{<c>}{<g>}{.64} <Dd>, [<Rn>{, #{+/-}<imm>}]

if size == '00"'" || (size == '01' && !HaveFPl6Ext()) then UNDEFINED;
if size == '01' && InITBlock() then UNPREDICTABLE;
esize = 8 << Ulnt(size); add = (U == '1");
imm32 = if esize == 16 then ZeroExtend(imm8:'0', 32) else ZeroExtend (imm8:'00', 32);
case size of
when '01' d = UInt (Vd:D);
when '10' d = UInt (Vd:D);
when '1l1l' d = UlInt(D:Vd);

n = UInt (Rn);
if n == 15 && CurrentInstrSet() != InstrSet A32 then UNPREDICTABLE;

CONSTRAINED UNPREDICTABLE behavior

If size ==

'01' && InITBlock (), then one of the following behaviors must occur:

e The instruction is UNDEFINED.
» The instruction executes as if it passes the Condition code check.
» The instruction executes as NOP. This means it behaves as if it fails the Condition code check.

For more information about the CONSTRAINED UNPREDICTABLE behavior of this instruction, see Architectural Constraints on UNPREDICTABLE

behaviors.

Assembler Symbols

<c>
<q>

.64

<Dd>
32

<Sd>
<Rn>

+/-

<imm>

See Standard assembler syntax fields.
See Standard assembler syntax fields.

Is an optional data size specifier for 64-bit memory accesses that can be used in the assembler source code, but is otherwise
ignored.

Is the 64-bit name of the SIMD&FP source register, encoded in the "D:Vd" field.

Is an optional data size specifier for 32-bit memory accesses that can be used in the assembler source code, but is otherwise
ignored.

Is the 32-bit name of the SIMD&FP source register, encoded in the "Vd:D" field.

Is the general-purpose base register, encoded in the "Rn" field. The PC can be used, but this is deprecated.
Specifies the offset is added to or subtracted from the base register, defaulting to + if omitted and encoded in “U”:
U +/-
O —
1 +

For the single-precision scalar or double-precision scalar variants: is the optional unsigned immediate byte offset, a multiple
of 42, in the range 0 to 1020548, defaulting to 0, and encoded in the "imm8" field as <imm>/4.2z

For the half-precision scalar variant: is the optional unsigned immediate byte offset, a multiple of 24, in the range 0 to
5104028, defaulting to 0, and encoded in the "imm8" field as <imm>/2.4z
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Operation

if ConditionPassed () then

EncodingSpecificOperations(); CheckVFPEnabled (TRUE) ;
address = if add then (R[n] + imm32) else (R[n] - imm32);
case esize of
when 16
MemA [address, 2] = S[d]<15:0>;
when 32
MemA [address, 4] = S[d];
when 64
// Store as two word-aligned words in the correct order for current endianness.
MemA [address, 4] = if BigEndian() then D[d]<63:32> else D[d]<31:0>;
MemA [address+4,4] = if BigEndian() then D[d]<31:0> else D[d]<63:32>;
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